					
					    DIVISION 73
			

				        CITY OF CHESAPEAKE
			      LED PEDESTRIAN TRAFFIC SIGNAL HEAD
			   with COUNTDOWN FEATURE SPECIFICATION



73.01 GENERAL:
	The specification requires Light Emitting Diode (LED) Pedestrian Traffic Signal Arrays with
Countdown Feature. Product must be EPA certified with an OVERLAY LAYOUT. The lens
size of the signal head shall be 16” x 18” so that it fits housing of the same size. Symbols shall
be OUTLINED. The Countdown feature shall “learn” the timing using the standard
Walk/Don’t Walk field inputs. The Countdown feature shall have a control option on the array
to allow count during Walk and Flashing Don’t Walk or Flashing Don’t Walk only, or be
turned off. The approved grid/grill and housing unit shall conform to VDOT standard SP-8 consisting of single 18” x 16” signal head and must meet or exceed current ITE standards.

73.02 ELECTRICAL STANDARDS:
	The Arrays shall comply with all industry accepted energy consumption and light level outputs.
- Fuse and transient suppressor incorporated or line and load protection
- Power factor minimum of 0.9
- Total Harmonic Distortion < 20%
- Meets FCC Title 47, Subpart B, Section 15 Regulations of Electrical Noise
- Conforms to NEMA Moisture Resistance STD 250-1991 or Type 4 enclosures (ITE
6.4.6.2 Moisture Resistance)
- Provided with SPADE TAB ADAPTERS, not quick disconnect
- Operating temperature: -40°C to +74°C
- Operating voltage: 80VAC to 135VAC
- LED colors: Hand – Portland Orange, Walking Person – Lunar White

73.03 WARRANTY:
	The Arrays shall have a repair or replacement warranty on workmanship and material defects for no less than sixty (60) months. Please include all Product Warranty Information and Product Technical Specification Sheets with bid submission.

73.04 MEASUREMENT OF PAYMENT: This item will not be measured as a separate pay item
[bookmark: _GoBack]but will be paid for under the lump sum price of the traffic signal shown on the unit price table as traffic signal.
