
Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

6931 3.57 7.13 9.54 12.63 16.45 16.45
6932 0 0 0 0 0 0

11011 0.42 1.48 3.18 6.02 10.2 10.2
11021 0.17 2.1 4.83 8.68 13.32 13.32
11022 0.75 3.57 6.03 9.36 13.7 13.7
11031 3.49 10.1 15.12 21.66 29.99 29.99
11041 0.15 1.64 4.23 7.56 11.04 11.04
11051 2.19 8.04 12.99 19.57 27.94 27.94
11071 2.42 6.86 12.74 22.09 33.17 33.17
11091 2.32 4.33 6.07 8.58 12.44 12.44
11111 2.84 6.88 10.7 16.45 24.97 24.97
11131 3.34 8.79 13.68 21.48 33.02 33.02
11151 2.97 9.71 16.16 25.71 38.84 38.84
11161 4.52 8.06 10.82 14.54 19.42 19.42
11171 9.9 18.63 29.57 49.91 78.11 78.11
11191 2.91 7.71 12.95 21.57 34.66 34.66
11192 2.75 8.44 14.82 24.65 37.25 37.25
11231 10.21 16.29 19.97 25.61 41.12 41.12
11251 8.5 14.35 17.81 25.51 41.16 41.16
11311 4.38 10.24 14.54 20.08 27.12 27.12
11321 3.44 11.25 17.69 26.42 37.94 37.94
11371 3.31 12.74 21.99 34.82 51.6 51.6
11381 2.46 7.69 13.65 23.14 34.93 34.93
11391 2.32 7.86 14.15 23.86 36.01 36.01
11411 13.01 20.95 31.08 52.56 82.82 82.82
11431 11.87 27.9 46.84 76.53 118.44 118.44
11451 11.79 27.87 46.8 76.5 118.46 118.46
11471 11.92 28.28 47.79 78.88 123.31 123.3
11551 6.89 11.44 14.24 17.59 21.58 21.58
11561 13.65 28.98 49.18 84.38 134.96 134.36
11571 13.75 28.98 55.49 93.73 153.35 153.75
11591 14.01 28.97 49.15 82.5 131.72 131.49
11631 6.47 11.28 13.87 16.7 18.53 18.53
11651 4.8 7.47 9.44 11.92 14.94 14.94
11661 27.58 44.93 56.06 69.63 85.89 85.89
11671 9.2 15.7 19.99 24.97 30.63 30.63
11672 7.96 14.17 18.26 23.11 28.66 28.66
11673 23.7 35.55 43.8 53.5 64.4 64.4
11701 11.59 17.62 19.94 23.88 24.42 24.42
11711 28.11 43.92 49.86 60.16 67.18 67.18
11731 20.18 32.51 39.72 48.09 57.86 57.86
11751 8.01 18.24 23.64 27.26 30.67 30.67
11771 11.99 12.06 12.1 12.18 12.3 12.3

Maximum Computed Discharge
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

11791 9.25 19.57 24.79 28.23 31.66 31.66
11811 11.99 12.05 12.1 12.17 12.3 12.3
11831 18.34 29.46 35.32 40.38 43.86 43.86
11851 6.54 10.59 12.97 15.73 18.89 18.89
11861 8.87 16.49 21.58 27.94 36.17 36.17
11871 6.6 10.27 12.39 14.9 17.71 17.71
11881 13.56 22.45 27.91 34.45 42.23 42.23
11891 55.39 102.23 129.49 159.58 191.97 191.97
11901 15.46 29.58 39.49 52.16 65.86 65.86
11911 4.66 7.26 8.48 9.58 10.55 10.55
11931 33.81 59.59 75.42 92.68 110.96 110.96
11951 20.27 35.9 45.67 57.22 79.52 79.52
11971 22.44 35.01 42.68 51.76 62.4 62.4
11991 26.13 46.9 61.08 77.65 83.72 83.72
12011 2.99 4.04 4.79 6.13 13.12 13.13
12031 3.84 7.72 10.97 14.69 31.96 31.88
12051 33.72 62.9 83.25 108.36 122.31 122.31
12071 15.57 28.91 36.98 46.35 57.02 57.02
12072 21.44 40.8 54.95 72.98 79.2 79.2
12091 14.75 27.33 36.49 45.36 55.41 55.48
12111 21.04 40.04 53.66 70.41 74.46 74.51
12131 9.66 16.77 21.55 27.52 34.94 34.94
12141 19 30.73 38.04 46.85 57.31 57.31
12151 17.27 31.85 42.41 56.12 73.58 73.58
12171 24.05 40.13 51 64.43 80.87 80.87
12191 35.16 65.17 84.4 105.76 120.34 120.34
12351 10.16 16.51 20.07 23.76 27.52 27.52
12371 19.51 31.03 36.11 42.85 49.53 49.53
12391 18.54 29.56 34.46 40.28 45.9 45.9
12411 15.34 25.06 29.67 34.53 38.35 38.35
12431 14.2 23.1 27.01 30.42 31.86 31.86
12451 12.69 18.03 19.24 19.19 18.16 18.16
12452 0.21 2.14 3.68 5.01 4.82 4.82
12471 47.29 85.54 108.25 131.31 149.64 149.65
12491 47.26 85.26 107.7 130.36 148.08 148.09
12511 13.08 22.5 28.37 35.42 43.83 43.84
12531 21.72 40.79 53.3 67.93 74.58 74.58
12532 19.28 38.52 51.62 68.39 75.52 75.52
12533 28.48 47.3 57.55 65.89 74.26 74.26
12551 73.43 133.44 171.3 210.79 235.91 235.93
12571 75.23 136.48 177.19 217.52 244.79 244.82
12581 10.85 18.04 22.31 27.3 31.81 31.81
12591 76.26 137.33 177.19 219.17 246.05 246.07

Horse Run Ditch East Watershed MDPU 
City of Chesapeake, Virginia

D-2 URS Nos. 11658002 
       September 2011



Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

12631 47.03 83.52 105.09 147.42 201.46 201.32
12651 113.46 212.98 279.35 361.13 441.4 442.73
12671 113.87 213.18 279.58 361.47 441.28 443.32
12691 115.09 216.76 285.05 368.85 451.06 453.17
12711 101.85 195.57 258.11 331.59 405.02 407.51
12712 13.64 21.5 27.21 37.58 45.9 46.18
12731 116.61 220.56 290.59 376.21 460.4 462.8
12791 4.62 7.38 8.45 8.98 9.27 9.27
12801 15.92 26.24 31.91 36.66 36.67 36.67
12811 20.63 27.73 27.75 27.77 27.77 27.77
12831 13.3 20.52 21.97 22.32 22.74 22.74
12851 26.63 44.63 54.62 65.77 78.35 78.35
12871 31.63 42.79 52.21 62.79 74.58 74.58
12881 11.1 11.45 13.02 15.89 19.68 19.68
12891 118.79 225.53 297.07 384.91 471.23 474.54
12911 129.88 242.63 319.47 413.21 506.62 507.82
12931 131.87 247.47 324.39 419.33 513.77 516.01
13011 9.47 12.33 14.95 17.11 31.36 27.81
13031 9.52 12.41 15.05 17.24 31.52 27.94
13051 144.14 258.92 336.47 432.28 557.24 555.2
13091 31.5 47.95 58.19 66.38 78.66 77.98
13111 25.43 37.76 44.79 50.77 57.21 62.58
13131 155.93 278.83 358.58 456.77 609.22 599.03
13171 43.65 69.9 85.02 102.04 102.2 102.2
13231 5.17 12.32 16.66 33.68 36.85 37.12
13251 7.04 16.5 22.3 37.22 44.18 44.11
13271 7.43 16.72 22.56 37.46 50.62 49.91
13291 167.92 297.21 382.43 496.47 685.09 669.71
13391 12.7 20.45 24.71 41.27 80.7 78.57
13411 27.41 41.46 46.48 57.84 62.29 63.12
13471 27.09 41.24 46.33 49.96 59.61 59.59
13491 26.34 40.41 45.39 48.35 57.95 56.99
13511 178.79 311.53 398.06 514.42 709.34 699.63
13541 19.01 30.3 36.28 43.47 44.08 44.08
13551 16.19 21.79 24.59 27.51 30.6 30.6
13631 16.05 22.25 25.39 28.7 32.16 32.16
13671 11.08 21.23 26.41 31.64 36.7 36.71
13691 12.32 23.38 29.3 35.21 41.26 41.39
13711 13.21 24.61 30.59 36.71 50.81 53.87
13751 191.65 334.88 427.84 550.5 739.76 724.92
13791 13.6 18.97 21.64 29.06 30.23 30.24
13811 28.4 40.36 46.11 47.85 47.74 47.74
13871 38.25 54.28 61.34 67.05 70.62 70.62
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

13891 38.1 54.22 61.34 67.05 70.62 70.62
13911 37.8 53 59.44 61.05 61.01 61.07
13951 37.72 52.82 59.39 60.95 60.91 61
13991 37.39 52.1 58.51 59.74 59.77 59.82
14011 202.6 346.5 439.9 564.51 729.02 720.24
14031 7.84 8.55 8.82 9.08 9.2 9.2
14041 7.84 8.55 8.82 9.1 9.22 9.22
14051 15.22 18.49 20.05 20.73 21.47 21.76
14061 13.55 17.42 19.27 19.22 19.65 19.93
14071 3.72 7.59 9.13 10.48 13.04 13.17
14081 3.46 5.58 6.73 8.17 9.77 9.79
14091 2.35 4.87 5.71 6 6.56 6.64
14092 4.05 6.8 7.47 7.34 6.74 7.07
14101 2.35 4.88 5.84 6.3 6.84 6.86
14111 12.97 21.17 26.09 32.53 38.95 38.95
14121 9.2 14.71 17.82 23.1 25.24 25.48
14131 10.43 18.08 23.77 31.09 35.58 36.5
14141 9.5 14.92 17.96 23.92 26.21 26.31
14161 9.8 15.16 18.12 27.56 30.17 29.71
14191 26.68 43.04 50.63 58.98 58.79 64.33
14211 26.29 42.96 51.13 60.15 59.01 63.69
14231 27.46 45.61 55.29 64.13 71.39 66.45
14251 42.35 70.21 81.76 92.72 103.29 99.75
14271 41.92 69.49 80.9 91.73 102.37 98.87
14291 223.99 372.46 466.15 594.9 743.84 740.68
14351 8.47 17.02 22.4 28.55 35.49 35.49
14371 8.88 17.43 22.28 26.26 32.32 32.27
14391 237.68 388.76 480.98 610.45 751.57 749.29
14411 238.13 389.14 481.21 610.64 751.74 749.41
14451 243.79 395.24 486.29 615.58 754.73 752.76
14491 36.6 58.61 70.76 84.19 97.53 97.66
14511 36.85 58.63 70.76 84.19 97.53 97.66
14551 36.28 57.66 69.35 82.11 95.72 95.81
14571 253.68 407.17 497.77 628.65 766.67 762.36
14611 16.7 26.9 32.82 39.68 47.57 47.57
14631 261.63 415.49 504.07 634.84 773.16 768.24
14751 3 4.39 5.43 6.24 8.2 8.21
14791 22.35 35.34 42.38 49.74 54.82 54.82
14811 21.93 34.5 41.11 47.67 52.3 52.3
14851 11.81 15.4 17.09 19.34 22.85 22.87
14871 6.09 6.24 6.37 6.14 6.07 6.07
14891 11.94 13.02 13.02 13.03 13.1 13.1
14911 6.94 10.01 11.56 12.91 15.86 15.83

Horse Run Ditch East Watershed MDPU 
City of Chesapeake, Virginia

D-4 URS Nos. 11658002 
       September 2011



Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

14931 9.66 14.67 17.17 18.97 20.95 20.97
14971 5.73 9.61 12.16 14.4 15.2 15.2
14991 5.73 9.59 12.09 14.14 15.2 15.2
15011 5.73 9.55 11.93 13.84 15.2 15.2
15031 10 14.89 17.39 19.17 21.05 21.04
15071 9.95 14.93 17.42 19.2 21.07 21.05
15091 9.95 14.95 17.44 19.22 21.07 21.06
15111 9.97 14.98 17.47 19.25 21.08 21.07
15171 21.71 32.74 40.16 48.61 58.28 58.28
15181 17.71 24.15 25.57 28.2 28.73 28.73
15191 14.02 19.77 19.81 16.78 14.98 14.99
15211 34.1 46.4 50.4 52.81 55.68 55.68
15231 33.68 46.06 49.84 51.9 54.1 54.1
15251 33.39 45.84 49.46 51.42 53.46 53.46
15271 18.77 26.63 29.33 29.37 29.06 29.06
15331 22.38 34.42 39.68 44.56 49.51 49.51
15371 22.51 34.44 39.7 44.57 49.52 49.51
15391 28.42 45.77 53.02 60.23 71.17 67.21
15451 2.36 6.47 9.47 12.06 13.52 13.4
15471 2.48 6.73 9.75 12.41 13.55 13.43
15511 4.61 7.58 10.65 13.77 15.85 15.89
15521 5.67 8.5 11.1 14.15 17.06 17.09
15531 6.67 9.54 12.28 15.43 18.69 18.68
15551 14.79 23.6 28.74 34.69 41.62 41.62
15651 37.24 59.44 72.2 86.43 97.83 97.84
15671 36.75 58.63 71.03 84.62 95.73 95.73
15681 36.54 56.07 66.59 78.55 81.92 81.93
15711 34.18 50.37 58.44 67.21 77.92 77.93
15731 33.83 49.23 56.94 67.69 78.78 78.8
15751 10.57 16.74 20.05 24.61 30.12 30.12
15791 39.08 58.48 68.66 86.08 107.59 107.59
15851 44.2 73.49 88.22 117.49 176.8 176.78
15871 44.61 74.21 89.25 120.3 177.09 179.66
15891 60.42 100 125.17 163.89 223.71 223.7
15931 60.78 100.9 126.48 164.59 207.95 208.11
15991 85.16 140.72 174.92 212.92 236.32 236.32
16031 85.88 141.63 175.49 214.17 237.03 237.03
16051 100.13 165.63 205.21 251.45 264.86 264.86
16091 15.54 25.32 30.97 37.39 43.93 43.93
16111 111.12 184.51 227.18 278.04 278.05 278.06
16141 12.11 19.52 22.44 22.55 22.32 22.32
16151 148.51 245.95 299.37 358.66 396.42 396.42
16171 145.72 241.77 295.68 354.56 385.04 385.04
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

16191 144.8 240.75 294.9 353.79 382.12 382.13
16291 19.99 32.11 39.06 47.03 56.08 56.08
16311 30.6 48.76 59.15 71.05 84.51 84.51
16331 30.48 48.67 59.08 71.01 84.93 84.92
16351 23.82 33.52 37.97 42.71 48 48
16391 11.56 18.37 21.55 25.37 29.5 29.51
16411 11.58 18.37 21.55 25.36 29.48 29.49
16451 14.93 19.23 21.57 25.42 29.69 29.69
16471 41.63 66.27 79.15 93.6 110.08 110.08
16531 30.78 50.84 61.15 72.81 94.15 94.14
16551 172.36 286.93 351.88 422.54 465.36 465.38
16591 190.73 318.8 391.24 471.37 538.73 538.72
16611 188.37 315.14 387.36 466.75 530.67 530.67
16651 190 318.68 392.62 473.47 539.17 539.17
16671 190.12 318.57 392.51 473.09 537.72 537.69
16691 39.77 67.04 82.78 100.23 115.32 115.31
16692 39.77 67.04 82.78 100.23 115.32 115.31
16693 39.77 67.04 82.78 100.23 115.32 115.31
16694 39.77 67.04 82.78 100.23 115.32 115.31
16695 39.77 67.04 82.78 100.23 115.32 115.31
16711 198.97 335.31 413.76 500.87 575.98 575.98
16731 44.14 74.36 91.67 110.94 127.68 127.68
16732 44.14 74.36 91.67 110.94 127.68 127.68
16733 33.35 56.16 69.23 83.78 96.41 96.41
16734 33.35 56.16 69.23 83.78 96.41 96.41
16735 44.14 74.36 91.67 110.94 127.68 127.68
16751 199.3 335.36 412.95 499.53 574.47 574.47
16791 457.46 707.72 825.96 961.04 1116.51 1111.33
16891 22.58 37.85 48.22 60.46 69.25 71.28
16941 3.57 7.13 9.54 12.63 16.46 16.46
16951 3.75 8.98 11.46 14.33 17.27 17.27
16971 5.38 16.08 19.4 20.99 22.13 22.13
16991 7.89 24.2 31.77 35.38 35.44 35.44
17031 28.17 33.11 43.91 54.13 64.7 64.7
17071 54.09 64.15 63.69 63.33 63.08 63.08
17091 53.58 62.81 62.48 60.69 60.99 60.99
17111 95.29 131.3 147.15 163.08 179.97 180.02
17151 19.9 25.89 27.53 30.76 31.33 31.33
17171 19.58 20.58 20.36 20.24 20.35 20.35
17211 15.67 28.74 33.82 37.57 39.87 39.87
17231 33.49 42.87 43.92 43.89 43.86 43.86
17271 75.96 95.5 99.74 100.43 100.82 100.82
17291 73.01 86.37 86.38 86.37 86.35 86.35
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

17371 10.43 19.6 36.92 42.31 42.41 42.42
17431 94.31 123.5 127.99 131.41 152.52 152.51
17491 162.72 204.6 216.1 230.11 239.97 239.98
17511 21.33 22.92 27.36 33 39.56 39.56
17531 164.03 210.86 224.77 240.76 251.07 251.07
17631 29.54 43.24 47.7 47.79 47.27 47.27
17651 4.44 8.01 9.28 10.2 10.84 10.84
17661 5.32 9.39 10.06 10.64 11.01 11.01
17691 30.71 42.97 43.15 42.96 42.62 42.62
17711 30.33 41.53 41.34 40.99 40.33 40.33
17751 30.07 40.86 40.51 39.62 38.71 38.71
17791 8.28 14.11 15.46 16.08 16.81 16.81
17811 168.98 213.64 230.64 248.55 259.07 259.07
17831 168.59 213.61 230.84 248.64 259.29 259.28
17851 167.98 213.93 231.45 249.01 259.92 259.91
17861 8.93 9.07 9.08 9.12 8.95 8.95
17871 5.22 5.3 5.33 5.36 5.37 5.37
17891 170.47 219.43 238.27 258.25 270.36 270.38
17901 6.07 6.22 6.62 7.22 6.29 6.29
17911 170.45 219.69 238.55 258.5 271.69 271.68
17931 177.92 230.74 251.33 274.29 294.67 294.67
17951 177.93 230.89 251.49 274.4 295.03 295.03
17961 31.02 46.82 54.82 63.34 70.12 70.21
17971 20.78 29.45 31.83 37.02 43.82 43.82
17981 183.07 239.51 262.36 288.09 314.35 314.35
17991 196.08 254.49 283.12 314.68 342.14 342.14
18011 193.3 255.63 286.02 319.21 347.52 347.52
18051 203.95 282.52 321.18 364.56 409.98 409.99
18071 203.76 283 322.69 366.22 411.87 411.88
18091 203.66 283.52 325.47 369.33 415.48 415.49
18131 214.53 310.81 365.1 420.08 480.43 480.44
18151 65.75 97.98 116.79 139.27 164.77 164.77
18152 63.68 95.23 114.18 136.94 163.07 163.07
18153 84.94 117.54 133.81 144.38 152.6 152.61
18171 214.16 310.63 364.06 418.8 479.31 479.32
18191 190.36 224.95 242.05 260.2 279.43 280.23
18211 666.56 919.1 1036.32 1168.14 1349.16 1344.38
18251 671.93 922.78 1037.49 1169.58 1350.51 1345.76
18271 678.59 931.77 1047.89 1178.16 1359.49 1354.79
18291 679.14 932.16 1048.04 1178.03 1359.64 1354.94
18301 679.93 932.68 1048.24 1177.86 1359.85 1355.15
18311 689.74 938.79 1050.86 1179.88 1362.51 1357.81
18321 682.8 934.51 1048.95 1177.7 1360.64 1355.94
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

18331 696.53 943.07 1053.07 1181.97 1364.31 1359.61
18471 44.56 70.11 83.27 83.49 83.39 83.39
18551 37.67 50.25 57.08 64.56 72.72 72.73
18591 37.67 50.25 57.08 64.56 72.72 72.73
18631 45.83 62.97 72.41 81.5 91.1 91.11
18651 45.91 63.16 72.44 81.31 90.74 90.75
18671 45.92 63.22 72.45 81.21 90.56 90.58
18691 45.76 63.76 73.11 81.45 90.82 90.82
18731 795.67 1069.24 1185.58 1310.63 1469.47 1464.82
18771 831.37 1107.93 1216.6 1338.55 1478.22 1473.57
18791 861.08 1146.59 1260.86 1388.34 1518.31 1517.38
18831 10.04 10.08 10.1 10.09 10.1 10.1
18851 10.62 10.49 10.5 10.61 10.72 10.73
18891 20.78 29.1 29.22 36.85 43.32 43.42
18911 908.08 1199.15 1325.41 1448.43 1578.71 1577.89
18951 945.74 1251.21 1395.68 1532.58 1676.72 1675.98
19011 22.6 36.14 43.94 52.86 62.88 62.88
19031 22.51 35.77 43.36 52.03 61.77 61.77
19051 22.53 35.63 43.15 51.77 61.49 61.49
19071 22.67 37.01 45.18 54.69 65.9 66.09
19131 988.02 1307.41 1468.54 1628.16 1799.81 1798.56
19151 386.51 521.54 586.36 680.98 789.24 786.84
19152 681.44 921.44 1042.8 1172.46 1313.16 1312.36
19291 19.61 31.57 38.21 45.38 52.72 52.72
19331 19.79 31.73 38.33 45.97 55.08 55.08
19351 20.72 33.4 40.71 49.38 59.99 59.99
19371 12.71 20.77 24.9 28.64 32.23 32.23
19372 34.78 52.29 61.07 69.44 76.63 76.63
19373 21.27 36.81 46.86 59.86 75.95 75.95
19431 64.82 102.24 123.29 146.7 170.98 170.98
19471 62.28 96.25 115.55 137.46 157.58 157.58
19531 62.47 96.52 115.82 137.7 157.82 157.82
19551 76.51 116.95 138.85 163.08 188.53 188.97
19601 5.71 7.43 8.32 9.25 10.24 10.24
19611 5.71 7.43 8.32 9.25 10.24 10.24
19621 6.82 8.49 9.88 12.37 15.24 15.24
19631 24.4 36.44 43.6 52.35 63.69 63.69
19651 20.05 27.2 30.95 35.21 40.03 40.03
19691 20.06 27.25 31.06 35.34 40.05 40.05
19711 20.12 27.34 31.14 35.41 40.09 40.09
19731 10.09 13.72 15.62 17.74 20.06 20.06
19732 10.09 13.72 15.62 17.74 20.06 20.06
19741 20.22 27.51 31.31 35.56 40.17 40.18
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

19751 128.28 196.42 234.12 276.73 323.38 324.04
19771 141.89 216.09 256.72 302.21 350.65 351.56
19831 162.7 247.27 293.46 344.22 396.62 397.49
19871 590.66 841.63 975.44 1121.47 1278.83 1278.54
19911 1329.08 1825.75 2114.74 2428.7 2766.16 2790.08

207371 13.67 23.7 27.84 30.61 30.57 30.54
210001 4.75 10.44 14.55 15.6 15.53 15.53
210101 6.72 11.08 13.73 13.76 13.23 13.23
210121 2.34 5.58 8.4 11.61 13.53 13.53
210141 10.32 14.66 18.72 19.11 19.06 19.06
210201 0 2.74 3.16 4.62 5.7 5.69
210221 18.63 28.97 35.17 42.29 52.71 49.75
210241 11.29 16.59 18.59 26.36 25.13 24.94
210242 13.31 20.83 26.35 43.2 41.13 40.73
210261 24.55 37.21 43.86 50.17 53.24 52.93
210281 23.9 36.77 43.67 49.84 52.77 52.77
210301 26.42 44.04 54.26 61.45 74.38 74.39
210321 23.47 36.32 43.3 48.97 50.95 50.52
210341 21.88 34.88 41.72 47.24 61.19 59.71
210401 76.7 107.1 123.15 137.11 141.57 141.58
210421 13.98 21.98 25 25.59 25.59 25.59
210441 22.63 22.93 23.02 23.31 23.82 23.82
210461 22.98 22.99 23.07 23.35 23.9 23.9
210481 32.86 34.61 34.77 34.83 34.92 34.92
210501 77.23 107.96 123.52 136.65 139.58 139.6
210521 45.39 54.21 58.26 61.85 65.32 65.32
210561 32.28 51.12 57.25 63.66 70.41 70.41
210581 15.14 23.76 23.77 23.78 23.78 23.78
210601 119.31 174.15 204.89 231.13 254.39 254.33
210621 15.07 23.77 23.93 23.95 23.87 23.87
210641 32.31 51.21 57.08 63.26 69.75 69.75
210681 31.66 50.45 55.85 61.72 68.01 68.01
210701 123.31 181.32 225.77 230.99 230.23 230.25
210702 156.41 193.71 212.56 216.29 222.38 222.38
210721 125.49 185.38 213.84 238.05 262.66 262.57
210741 186.05 277.13 313.9 345.51 358.29 358.24
210761 25.68 40.12 46.98 54.28 67.02 67.04
210781 24.63 39.6 53.24 63.62 66.78 66.8
210801 333.5 442.21 514.99 519.63 519.63 519.63
210811 342.94 458.56 533.32 559.17 565.67 565.65
210821 348.56 376.72 376.72 376.72 376.72 376.72
210851 233.43 284.88 284.88 284.88 284.88 284.88
210881 368.52 488.58 556.88 642.27 738.7 738.69
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

210901 596.99 771.36 873.6 982.67 1108.08 1108.08
210921 52.64 79.96 99.99 102.83 104.4 104.22
210941 52.52 79.66 91.16 97.4 98.47 98.55
210961 52.31 78.72 89.58 95.33 94.76 94.47
210981 208.2 302.29 353.28 379.12 392.52 392.6
211001 263.73 351.72 412.67 424.87 429.52 429.53
211021 22.57 40 43.52 43.76 43.87 43.87
211041 20.5 35.28 38.15 38.18 38.17 38.17
211061 16.29 23.43 19.15 20.2 18.67 18.67
211062 16.5 23.73 19.4 20.47 18.91 18.91
211081 29.77 47.09 42.73 43.6 39.9 39.96
211101 29.29 47.49 65.86 43.76 44.55 44.68
211121 44.12 49.38 49.69 49.35 49.39 49.39
211141 43.54 45.01 46.53 46.52 46.53 46.53
211201 5.95 6.08 6.59 6.6 6.61 6.61
211221 6.83 7.58 9.55 10.01 10.39 10.39
211241 24.22 28.58 30.81 33.77 36.47 36.47
211261 22.97 26.34 28.6 31.03 32.34 32.35
211301 49.65 59.27 61.3 60.94 63.57 63.56
211321 16.52 25 30.32 36.03 45.44 45.44
211341 15.28 23.32 26.25 28.17 29.07 29.07
211361 27.65 42.35 48.08 52.3 55.45 55.45
211381 27.74 39.88 42.73 44.38 46.86 46.86
211441 25.04 24.98 25.02 25.04 25.03 25.03
211461 23.69 24.76 24.9 24.24 23.54 23.54
211501 235.92 290.42 295.14 299.28 304.98 304.98
211541 250.49 303.52 320.79 334.61 349.13 349.13
211661 27.23 40.81 49.5 59.91 72.32 72.32
211681 33.98 52.53 63.79 76.66 90.3 90.3
211701 14.05 19.18 21.94 25.57 29.5 29.5
211721 26.87 40.84 49.03 59.02 71.06 71.06
211741 33.36 51.89 63.17 75.62 84.51 84.51
211761 33.43 51.91 63.02 75.47 83.86 83.86
211781 11.13 14.61 16.52 18.71 21.24 21.24
211801 40.81 46.59 57.56 76.83 81.41 81.41
212001 263.57 313.11 332.26 346.35 370.49 370.48
212101 36.19 57.7 71.47 86.38 103.29 103.29
213001 96.7 119.52 132.67 148.5 166.75 166.75
213041 146.04 191.92 215.58 243.53 277.12 277.12
213102 27.68 27.84 27.88 28.01 28.8 28.8
213121 32.77 35.01 35.22 35.32 35.83 35.83
213143 32.79 35.03 35.21 35.31 35.82 35.82
213161 33.14 35.24 35.36 35.46 36.22 36.22
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit 
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

213181 29.67 32.83 34.46 36.43 38.61 38.61
213182 29.41 32.54 34.15 36.11 38.27 38.27
213201 16.91 18 18.18 18.69 19.22 19.22
213401 213.51 260.57 285.02 312.43 349.84 349.85
213541 15.24 18.95 18.95 18.96 19 19
213561 11.39 13.25 13.7 13.72 13.85 13.85
213581 43.57 44.36 44.9 45.55 46.32 46.32
213621 11.39 13.25 13.7 13.72 13.85 13.85
213641 51.91 53.14 53.88 54.64 55.56 55.56
213701 52.6 53.9 54.87 55.83 57.03 57.03
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