
Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

A1C115 16.15 16.65 16.78 16.85 16.93 17.03
A1C135 15.14 15.42 15.47 15.60 15.91 16.22
A1C135A 2.47 2.47 2.47 2.47 2.47 2.55
A1C195 110.05 124.33 129.87 135.74 141.39 145.27
A1C205 118.52 136.03 142.81 149.54 155.75 158.41
A1C215 118.67 136.31 143.16 149.92 156.17 158.91
A1C230 5.33 5.35 5.36 5.37 5.39 5.40
A1C235 13.43 16.03 17.98 20.26 22.81 25.01
A1C275 9.39 11.69 13.30 15.08 17.03 18.24
A1C280 13.69 13.13 12.99 12.35 11.19 10.78
A1C310 12.39 12.16 12.16 12.25 12.23 12.22
A1C330 18.54 18.40 18.53 18.43 18.52 18.57
A1C340 55.16 53.92 53.65 54.13 54.05 54.95
A1C360 24.29 28.12 29.11 29.99 30.89 31.18
A1C370 21.83 26.80 32.05 40.41 40.59 40.63
A1C410 10.19 16.29 19.77 21.09 21.10 21.11
A1C435 106.37 119.97 124.86 130.07 135.09 138.76
A1C445 34.86 41.95 45.73 50.06 54.04 56.79
A1C475 34.94 42.06 45.87 50.23 54.25 57.03
A1C495 78.86 94.84 101.07 106.94 111.54 114.04
A1C510 40.03 40.29 40.08 39.78 39.71 39.60
A1C580 71.47 78.26 82.79 88.16 93.39 94.46
A1C580A 71.94 78.68 83.22 88.66 93.99 95.28
A1C590 90.77 109.43 120.94 134.40 148.98 158.68
A1C610 86.09 103.68 113.37 124.60 135.20 155.71
A1C770 17.99 17.90 17.91 17.98 18.01 18.03
A1D226 37.40 59.20 71.53 85.66 102.75 118.47
A1D227 37.61 59.46 71.81 86.03 103.18 118.95
A1D228 38.86 61.32 74.64 90.33 108.05 124.30
A1D231 8.09 8.98 9.03 9.08 9.09 9.10
A1D232 31.46 31.28 31.18 31.15 30.92 30.70
A1D233 12.59 12.70 12.75 12.80 12.85 12.90
A1D234 29.78 29.55 29.49 29.55 29.95 30.23
A1D235 101.04 114.58 119.20 123.60 128.21 131.88
A1F226 176.88 218.97 238.50 258.25 276.91 285.08
A1F227 176.78 218.90 238.37 257.99 276.71 283.34
A1F228 176.68 218.84 238.25 257.78 276.52 283.23
A2C115 46.91 58.67 63.24 66.02 79.02 92.54
A2C125 23.60 28.10 30.75 33.89 48.42 79.91
A2C135 20.69 21.51 21.62 22.51 36.99 60.88
A2C165 4.03 6.45 7.83 9.41 11.17 12.77
A2C185 7.27 11.75 14.31 17.23 20.53 23.49
A2C195 24.98 39.75 48.36 58.20 69.21 79.26

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 
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Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 

A2C200 15.38 16.13 16.94 17.19 17.28 17.91
A2C205 12.34 15.76 17.40 19.06 20.61 21.08
A2C215 189.78 236.58 257.98 279.71 300.58 308.34
A2C235 20.12 21.36 21.65 21.86 21.92 21.67
A2C250 16.35 16.19 16.91 17.18 17.27 17.36
A2C330 10.52 10.66 10.74 10.84 10.93 10.99
A2C340 13.02 20.84 25.38 30.42 30.59 30.65
A2C525 17.44 17.54 18.00 18.07 28.92 52.64
A2D220 245.57 331.56 375.97 422.87 474.10 518.14
A2D221 2,243.24 3,272.48 3,818.34 4,388.41 5,023.47 5,614.22
A3C145 33.58 38.85 38.99 39.95 40.59 40.68
A3C155 33.30 38.72 38.95 39.80 40.52 40.61
A3C175 33.97 38.96 40.45 42.91 44.26 45.17
A3C185 41.74 52.72 56.46 59.33 61.09 62.23
A3C260 9.51 9.60 9.65 9.68 9.72 9.77
A3C265 4.23 7.20 8.38 9.98 11.35 13.05
A3C275 5.15 7.19 7.51 7.06 7.89 12.10
A3C285 11.85 16.48 20.31 24.58 28.87 45.99
A3C295 10.82 16.14 19.45 23.68 28.20 35.78
A3C305 11.33 17.03 20.43 24.83 29.55 33.33
A3C315 11.83 18.22 21.50 25.97 30.87 35.65
A3C405 20.98 29.94 36.91 44.68 52.35 54.44
A3C420 19.01 27.07 28.44 32.03 35.83 39.13
A3C465 3.75 5.98 7.29 8.79 10.49 12.08
A3C490 16.19 16.61 16.94 17.18 17.39 17.53
A3C505 18.49 27.32 32.38 35.09 36.92 37.80
A3C515 67.64 82.34 84.31 84.58 86.30 87.72
A3C535 102.72 119.27 122.50 124.91 128.10 130.79
A3C545 32.65 40.89 49.09 58.09 66.64 70.32
A3C595 107.95 128.96 135.67 140.97 147.13 152.62
A3C600 11.97 14.86 15.82 16.45 17.16 17.83
A3C625 114.59 138.75 147.48 155.86 162.51 170.95
A3C640 17.32 19.60 20.52 20.94 21.32 21.60
A3C685 6.71 26.46 28.68 29.71 30.35 31.94
A3C690 10.06 10.60 10.47 10.33 10.53 10.60
A3C695 32.78 38.51 39.45 39.54 40.40 40.49
A3C715 21.59 30.41 32.82 33.44 36.54 39.28
A3C725 10.21 18.01 20.01 23.02 27.77 31.64
A3C735A 5.13 9.12 10.13 11.72 14.54 16.54
A3C745A 11.08 19.57 21.80 27.10 44.24 53.74
A3C755 20.72 29.05 32.44 32.49 32.71 32.18
A3C765 21.49 30.60 34.26 37.91 38.30 37.73
A3C775 22.91 32.67 36.62 49.72 50.25 50.02
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Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 

A3C785 41.37 59.66 64.69 113.08 114.97 111.63
A3C795 41.39 59.51 64.54 64.89 64.47 90.78
A3C805 41.77 59.35 64.69 59.91 58.17 63.36
A3C835 6.42 26.37 28.64 29.69 30.34 31.91
A3C870 21.74 26.57 28.37 29.37 29.47 28.06
A3C880 19.01 23.51 24.29 24.48 24.98 25.33
A3C905 6.08 26.32 28.61 29.66 30.32 30.55
A3C920 10.32 18.50 21.35 24.24 27.50 29.91
A3D506 50.53 61.98 65.03 66.34 67.07 67.03
A3D906 5.79 14.79 16.98 17.81 16.54 16.62
A3D907 3.33 3.52 3.55 3.52 3.53 3.53
A4C1040 7.59 12.03 14.45 20.73 24.27 24.75
A4C1080 23.25 23.31 36.59 40.31 41.41 41.73
A4C1170 83.59 100.21 107.48 114.30 121.69 127.96
A4C1190 24.22 27.78 29.60 31.54 33.51 34.68
A4C1300 36.32 45.72 50.81 56.51 62.82 67.82
A4C1310 81.69 96.86 102.28 108.11 114.09 118.98
A4C1420 119.73 145.56 157.48 170.18 183.71 209.76
A4C1470 28.10 44.15 53.97 62.91 66.22 68.10
A4C155 31.84 31.21 31.57 34.59 37.39 37.47
A4C165 27.16 27.35 28.18 29.59 30.86 31.72
A4C1680 2.95 2.97 2.97 2.98 2.98 2.98
A4C230 14.00 14.32 14.54 14.83 15.21 15.58
A4C235 58.89 73.88 81.08 88.62 95.97 96.92
A4C265 55.27 68.55 74.91 81.52 89.73 94.57
A4C295 212.02 281.24 318.47 358.53 393.84 417.87
A4C305 59.07 74.16 81.38 88.98 96.03 96.90
A4C315 39.57 50.96 57.13 64.34 72.32 78.74
A4C335 26.48 31.25 41.04 46.80 50.73 54.20
A4C345 1.77 3.33 4.19 4.85 9.91 12.18
A4C350 32.62 34.64 35.33 35.90 36.64 37.18
A4C385 33.43 41.30 45.32 49.84 54.82 58.30
A4C490 15.46 17.77 44.39 65.72 56.23 64.93
A4C500 22.84 22.37 38.06 40.63 40.46 40.66
A4C525 1.18 0.66 2.24 2.18 1.37 1.17
A4C545 23.23 23.23 100.39 113.69 133.44 147.55
A4C580 5.27 7.20 6.71 6.72 7.28 7.81
A4C590 2.31 9.63 12.66 13.76 17.16 20.03
A4C610 4.12 7.47 7.13 7.25 7.65 8.02
A4C620 12.16 16.38 18.27 21.33 24.77 26.25
A4C750 61.64 68.12 70.60 71.69 72.46 72.76
A4C840 78.09 90.89 95.92 100.07 104.37 107.57
A4C890 22.88 22.41 37.86 40.37 40.29 40.75
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Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 

A4C900 22.94 22.44 37.80 40.13 40.41 40.84
A4D1421 120.47 146.16 158.12 170.32 184.89 211.78
A4D300 242.48 329.98 377.78 428.04 480.69 511.71
A4D301 251.48 342.78 394.08 445.52 499.63 537.80
A4D302 411.95 552.83 626.65 700.90 782.07 842.52
A4D303 558.99 786.79 906.53 1,013.47 1,140.30 1,270.08
A4D304 1,388.72 1,896.65 2,165.77 2,411.44 2,707.64 2,973.31
A4D305 1,591.48 2,290.96 2,654.78 3,006.94 3,409.72 3,783.42
A4D306 1,869.27 2,744.62 3,213.00 3,704.81 4,246.11 4,733.80
A4D307 563.44 794.16 914.27 1,022.42 1,150.12 1,281.67
A4D316 37.31 47.48 53.51 60.20 67.69 79.46
A4D526 87.35 113.63 126.97 141.39 157.29 170.96
A4D527 129.02 168.09 190.11 216.39 247.50 259.26
A4D528 188.14 242.55 271.76 305.31 343.72 356.15
A4D529 188.38 242.96 272.26 305.93 344.01 356.32
A5C1000 3.92 3.43 3.49 4.40 5.97 7.70
A5C120 2.95 3.84 4.83 6.20 7.74 9.09
A5C1240 5.92 8.53 9.66 10.44 10.58 11.47
A5C1370 3.47 4.68 5.24 6.04 7.35 8.43
A5C1390 63.42 91.36 103.22 114.35 121.59 124.30
A5C150 24.09 27.38 27.48 27.29 27.06 27.05
A5C1550 2.71 3.11 3.57 5.10 6.70 8.13
A5C1590 7.31 10.71 13.00 16.34 20.06 23.78
A5C160 22.41 24.73 24.63 24.48 24.29 24.13
A5C1670 4.44 4.05 5.27 6.98 8.93 8.53
A5C1680 1.73 3.81 5.04 6.46 8.81 10.16
A5C1690 0.88 1.55 1.97 2.62 3.65 3.92
A5C170 20.43 22.98 24.05 24.68 24.96 25.06
A5C1720 3.38 5.75 7.49 9.25 9.65 9.58
A5C1730 3.47 5.76 7.57 9.10 9.73 10.27
A5C180 28.58 40.63 40.79 41.05 40.85 40.91
A5C1850 35.97 45.98 52.22 59.02 62.47 65.61
A5C1880 7.35 11.79 12.53 12.37 12.22 12.12
A5C190 18.06 28.35 29.95 30.25 29.59 28.60
A5C340 63.47 91.43 103.30 114.47 121.75 124.50
A5C350 63.44 91.39 103.26 114.43 121.71 124.45
A5C370 66.58 96.32 109.38 121.55 131.56 140.29
A5C625 29.07 32.91 34.99 36.86 38.26 39.34
A5C635 29.15 33.08 35.15 37.48 39.90 41.26
A5C645 27.49 37.18 40.82 43.92 47.23 47.33
A5C655 20.86 26.48 28.51 29.41 29.34 29.81
A5C685 66.60 96.31 109.37 121.53 131.09 139.54
A5C715 6.41 9.96 12.19 14.88 17.72 20.43

South Norfolk Watershed Study
City of Chesapeake, Virginia

D-13 URS No. 11657293 
                July 2009Revised September 30, 2009 



Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 

A5C755 6.16 12.11 12.74 14.24 15.85 15.24
A5C785 7.26 9.77 9.75 9.78 9.99 10.19
A5C810 8.39 10.76 11.21 12.24 12.43 12.41
A5C815 63.43 91.38 103.24 114.40 121.68 124.42
A5C910 7.97 10.07 10.57 11.18 11.10 13.56
A5C960 7.84 12.90 15.02 17.78 19.49 21.60
A5C980 2.98 4.27 4.95 4.98 5.21 6.93
A5D1591 38.46 49.35 56.62 64.71 70.26 73.17
A5D624 29.07 32.90 34.98 37.21 39.57 40.90
A6C135 21.20 23.95 32.24 38.41 41.30 41.85
A6C195 12.39 16.22 17.54 17.14 18.48 18.94
A6C215 63.63 111.56 128.22 128.20 127.67 128.34
A6C225 74.68 87.89 124.81 133.53 136.63 137.83
A6C235 41.55 52.54 57.22 63.46 69.53 74.23
A6C255 63.04 92.79 126.20 117.95 113.67 112.38
A6C265 84.90 114.37 143.82 133.67 129.47 132.75
A6C315 54.20 66.47 69.60 72.63 70.86 70.21
A6C3160 9.09 9.71 10.52 11.51 12.67 13.73
A6C3200 4.78 5.80 6.05 6.28 6.41 6.81
A6C3210 6.75 5.90 6.31 6.71 7.01 8.67
A6C3220 4.64 5.74 5.89 5.97 6.05 6.14
A6C3230 22.10 28.43 32.06 35.92 40.09 43.69
A6C325 27.54 29.71 30.19 30.28 30.10 29.90
A6C3250 21.16 27.08 30.39 33.98 37.81 41.06
A6C335 24.02 24.30 24.33 24.63 25.00 25.26
A6C3490 10.66 13.71 14.06 13.88 14.20 14.61
A6C3580 10.69 12.92 12.97 13.89 14.21 14.61
A6C365 28.42 47.93 48.21 48.24 48.71 49.50
A6C3660 5.53 6.50 6.50 6.95 7.11 8.53
A6C3670 33.59 49.20 56.59 64.14 72.10 75.27
A6C3680 32.01 48.16 55.66 62.84 71.25 72.04
A6C3690 31.82 52.51 60.63 66.39 71.40 71.77
A6C3700 32.21 48.29 55.59 62.30 69.11 70.07
A6C3710 8.80 10.81 12.34 12.87 13.42 14.31
A6C3720 2.63 5.77 6.75 6.99 7.04 7.49
A6C3730 5.18 5.73 5.95 6.91 8.86 10.54
A6C3750 9.98 12.66 13.40 14.61 16.96 18.84
A6C3830 11.79 18.73 22.85 27.54 33.24 38.64
A6C3890 11.52 18.37 22.44 27.15 33.12 33.13
A6C3920 11.27 17.91 21.82 27.09 29.91 31.69
A6C4060 9.12 9.70 10.51 11.49 12.65 13.72
A6C4110 73.32 86.31 93.31 96.74 99.76 102.13
A6C4160 149.94 176.93 191.90 200.58 208.65 215.35
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Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 

A6C4200 76.97 93.29 99.81 107.15 114.67 120.64
A6C4210A 73.28 86.23 93.26 96.74 99.79 102.14
A6C4220 69.36 83.00 88.95 91.47 93.31 94.34
A6C4270 72.23 82.39 88.70 91.13 92.95 93.95
A6C445 8.77 11.12 11.11 11.00 10.80 10.61
A6C455 140.75 166.73 178.05 182.42 185.93 188.10
A6C465 62.72 76.89 81.60 82.47 83.59 83.91
A6C505 27.60 35.53 36.18 36.05 35.13 34.11
A6C5070 22.82 36.38 43.88 51.24 60.14 67.94
A6C5150 10.84 17.10 20.72 24.72 29.07 31.14
A6C5160 11.07 17.29 20.92 25.00 29.52 31.49
A6C5170 10.45 16.51 19.94 23.19 28.60 33.77
A6C575 34.55 39.46 50.24 48.75 48.36 48.19
A6C615 13.44 22.71 25.41 27.67 29.57 29.72
A6C8000 9.70 13.88 16.48 19.17 20.01 19.91
A6C8020 4.63 5.75 5.90 5.98 6.06 6.15
A6C9020 12.70 16.24 18.34 19.12 19.35 19.49
A6C9080 15.11 16.39 16.49 16.53 16.98 17.07
A6C9120 9.50 15.01 17.96 20.51 21.11 21.02
A6C9160 9.11 13.82 17.01 18.77 19.17 19.16
A6C9200 9.30 14.32 17.29 19.52 19.99 19.91
A6C945 34.57 52.51 60.24 65.80 67.90 67.81
A6C955 22.87 36.05 43.06 49.40 59.88 67.79
A6C975 24.02 24.30 24.39 24.69 25.07 25.32
A6C985 13.41 22.81 25.54 27.83 30.07 32.19
A6D416 11.72 16.54 18.67 19.32 18.81 19.77
A6D4161 153.75 185.18 200.94 214.95 231.67 246.38
A6D946 37.84 45.32 56.28 57.74 55.32 57.53
A7C105 301.41 381.73 431.61 473.75 507.25 524.11
A7C135 110.66 138.49 154.84 170.85 183.03 190.36
A7C225 13.81 18.99 20.97 23.35 25.59 26.82
A7C235 13.45 19.37 19.97 21.51 21.96 22.08
A7C295 33.96 50.59 58.80 66.57 75.68 77.34
A7C315 23.09 36.50 44.31 52.72 60.71 67.70
A7C355 20.33 32.90 39.98 48.30 57.87 69.77
A7C365 23.53 37.94 46.22 55.71 66.46 76.37
A7D356 323.77 417.38 486.56 544.29 583.58 616.79
A7D357 340.27 442.06 515.68 576.68 633.24 664.23
A7D358 374.50 490.87 575.01 637.64 720.35 751.31
A7D359 15.79 26.01 31.70 38.47 46.11 60.92
A7D360 23.66 38.24 46.68 56.47 67.62 78.11
A7D370 422.50 563.80 661.14 751.62 851.82 928.18
A7D371 451.46 606.54 711.19 825.48 942.04 1,036.72
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Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 

A7D372 455.75 595.22 680.31 773.90 875.59 953.98
A7F226 13.64 18.93 20.90 23.28 25.56 26.49
A7F227 13.18 19.02 19.53 21.20 21.22 21.23
A7F228 3.78 6.03 7.04 7.83 8.33 8.61
A7F229 3.03 4.79 5.62 6.17 6.61 8.82
A7F230 5.02 7.73 9.25 11.28 13.75 16.31
A8C120 10.42 10.48 10.37 11.20 14.12 14.26
A8C125 6.41 8.95 10.28 11.18 11.25 11.28
A8C155 120.01 149.02 165.14 179.39 187.59 190.84
A8C160 44.05 49.54 48.62 49.14 49.42 49.68
A8C180 56.21 60.66 62.11 64.06 65.58 66.20
A8C190 8.37 10.81 11.19 12.38 15.48 15.72
A8C210 58.66 62.68 63.75 65.38 66.54 67.01
A8C2230 26.46 28.06 27.73 27.66 27.76 27.61
A8C2240 13.06 20.50 25.11 30.44 34.80 34.88
A8C230 80.06 79.66 80.66 81.69 81.66 82.53
A8C2340 16.14 21.15 21.17 21.20 21.26 21.32
A8C2360 16.15 21.39 21.55 21.52 21.26 21.39
A8C2390 199.34 198.54 212.18 198.08 198.70 196.58
A8C2430 36.00 43.87 47.92 53.34 56.74 57.64
A8C2470 73.91 90.79 99.12 108.87 115.61 117.28
A8C2530 5.98 5.98 13.76 20.13 20.15 20.15
A8C270 91.01 104.16 108.65 113.42 115.10 116.68
A8C330 89.96 99.42 101.54 102.73 105.00 109.56
A8C355 11.21 14.33 16.05 23.92 25.32 25.64
A8C425 7.98 10.61 12.28 14.07 15.99 19.22
A8C435 100.22 121.73 131.64 141.14 152.59 163.31
A8C445 105.94 129.30 139.76 154.76 160.29 162.07
A8C455 29.48 29.48 29.48 29.48 29.48 29.48
A8C535 41.72 48.84 51.58 53.96 56.42 57.24
A8C539 7.29 9.29 10.17 10.95 11.77 12.48
A8C545 32.62 38.18 40.29 42.14 44.30 47.77
A8C615 2.51 4.24 5.38 6.66 8.12 9.90
A8C705 4.24 6.76 8.60 10.26 11.72 12.50
A8C725 5.93 5.92 10.51 20.59 20.37 21.53
A8C745 5.77 8.32 9.58 10.86 11.04 11.21
A8C795 55.85 74.54 85.37 91.37 93.13 96.52
A8C805 36.05 58.11 69.94 75.62 79.50 83.09
A8C815 24.64 39.75 48.32 60.49 62.59 63.21
A8F536 9.18 10.92 11.59 12.18 13.54 21.60
A8F537 55.34 64.59 68.05 71.09 74.20 74.60
A8F538 51.08 63.39 68.78 73.52 78.25 82.66
A9C240 14.08 22.46 27.18 32.34 38.03 39.46
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Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 

A9C250 47.09 74.79 90.33 107.19 112.29 114.26
A9C250B 33.54 53.62 64.38 76.51 86.24 87.40
A9C280 9.67 12.83 13.26 13.33 13.34 13.33
A9C310 12.08 13.87 14.10 14.37 14.20 14.01
A9C360 104.75 165.41 191.60 218.28 240.83 259.02
A9C515 10.50 10.58 10.68 10.77 10.89 11.01
A9C525 10.41 10.51 10.61 10.73 11.24 12.03
A9C535 104.80 165.42 191.68 218.36 240.89 259.10
A9C545 97.81 163.95 184.92 210.63 231.07 246.89
A9C605 62.53 94.70 109.53 125.96 131.41 133.25
A9C615 74.88 113.62 132.69 152.60 162.37 167.87
A9D311 94.91 149.12 173.65 195.81 213.23 226.12
A9D526 10.46 10.72 10.79 10.88 11.01 11.15
A9D527 11.32 14.21 14.58 14.79 15.01 15.21
A9D528 34.85 73.68 87.45 95.68 111.28 118.67
A9D546 106.21 154.31 160.54 166.08 182.91 199.92
A9D547 204.78 283.13 300.57 299.46 306.72 344.99
A9D548 185.34 235.84 257.51 288.39 329.70 367.03
A9D586 31.81 52.31 71.66 84.08 98.88 112.45
A9D587 23.06 58.21 74.01 85.25 99.84 112.25
A9D588 262.46 333.12 346.19 383.00 429.22 473.78
A9D589 253.77 344.51 377.50 411.41 463.17 510.63
A9D590 297.13 400.11 450.81 492.56 542.88 591.69
A9D591 300.48 412.29 471.88 525.74 575.29 625.61
A9D592 832.68 1,042.17 1,134.88 1,250.65 1,361.84 1,465.46
A9D600 929.78 1,174.55 1,276.76 1,381.98 1,493.35 1,597.12
A9D616 83.79 132.30 156.36 182.63 199.58 211.32
A9D700 130.28 208.80 240.39 248.27 262.56 294.77
A9D705 106.55 187.89 210.09 246.96 291.08 328.95
A9D710 47.64 77.40 88.91 104.89 122.87 139.07
B1C135A 7.50 11.34 13.26 15.28 17.37 19.12
B1C225 121.58 139.01 146.01 152.91 159.26 163.97
B1C475 49.95 60.12 65.54 71.75 77.47 81.42
B2C205 62.92 88.03 100.56 113.30 126.04 129.03
B3C735A 5.13 9.12 10.13 11.72 14.54 16.54
B3C870 43.30 50.02 50.63 50.60 50.95 52.13
B3D907 3.39 11.25 12.40 12.44 12.14 12.17
B4C525 1.18 0.66 2.24 2.18 1.37 1.17
B4C590 1.26 2.42 2.52 2.52 2.52 2.52
B4D526 128.75 167.64 189.62 215.72 247.14 259.04
B5C1690 1.95 3.90 5.15 6.00 6.86 7.71
B5C625 0.00 0.00 0.00 8.14 17.82 21.80
B6C3660 5.53 6.50 6.50 6.95 7.11 8.53
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Table D-2.  Future Conditions Peak Discharges (Scenario 3)

computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

Notes: Peak discharges usually occur at times other than the time of maxmimum 

B6C3720 2.63 5.77 6.75 6.99 7.04 7.49
B6C3730 5.07 5.61 5.84 6.78 8.69 10.34
B6C4270 73.96 88.26 93.25 96.76 99.85 102.26
B6C445 8.77 11.12 11.11 11.00 10.80 10.61
B6C465 78.33 95.90 101.60 102.97 103.95 104.83
B6C575 34.55 39.46 50.24 48.75 48.36 48.19
B7C135 81.82 105.70 121.31 133.84 143.35 149.07
B8C155 120.01 149.02 165.14 179.39 187.59 190.84
B8C2470 34.48 46.19 50.21 54.81 62.92 65.50
B8C425 0.00 0.00 0.00 0.00 0.15 0.98
B8C545 64.57 75.57 79.75 83.40 87.63 94.04
B8C805 36.05 58.11 69.94 75.62 79.50 83.09
B8F536 55.39 64.68 68.24 71.30 74.26 75.21
B8F538 7.34 9.43 10.33 11.14 12.01 12.75
B9D710 23.08 37.45 42.99 50.71 59.40 67.23
C4C525 72.58 89.16 96.89 104.73 112.90 117.21
C6C445 8.77 11.12 11.11 11.00 10.80 10.61
C7C135 110.66 138.49 154.84 170.85 183.03 190.36
C8C155 37.96 47.24 52.84 57.78 61.81 64.79
C9D710 47.64 77.40 88.91 104.89 122.87 139.07
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