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SECTION B-B

1. PIPE SIZE TO BE DETERMINED BY THE CITY, IF NO PLAN IS ROUND PIPE  ELLIPTICAL PIPE
REQUIRED. 18” 147 X 23
2. MINIMUM 24 LF. R.C.P. CLASS Il REQUIRED 24 197 x 30"
3. DITCH TO BE CLEANED AND REGRADED 27 22 X 34
4. ALL JOINTS TO BE WRAPPED WITH NON—WOVEN FILTER FABRIC. gg” gg” § ig”
5. ALL STONE TO BE #21 CRUSHER RUN STONE DIV. 10.02I AS
PER CURRENT VDOT ROAD AND BRIDGE SPECIFICATIONS
6. LOW HEAD ELLIPTICAL PIPE OF SAME AREA MAY BE USED
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STONE (VDOT #57) 15"ID (MIN)
FOR USE ON STREETS HAVING
> 40 MPH SPEED LIMIT OR
> 10,000 V.P.D. TRAFFIC
VOLUME.

ENDWALL RESIDENTIAL STANDARD

SECTION A-A

"W«%“"‘”@%W DESIGN AND CONSTRUCTION STANDARDS
Cmm HIGH TRAFFIC VOLUME
RESIDENTIAL ENTRANCE
RESIDENTIAL ENTRANCE DETAIL WITHOUT CURB & GUTTER
STANDARD UPDATE v, .
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