
Table E-1.  10-Yr Storm - Flood Volumes

Scenario 1 Scenario 2 Scenario 2alt
103 147,000 147,000
131 82,000 82,000
132 189,000 189,000
177 25,000 53,000 53,000
281 10,000 10,000
403 13,000 28,000 28,000
487 11,000 11,000
518 13,000 24,000 24,000
679 101,000 230,000 227,000
707 24,000 24,000 24,000
715 10,000 37,000 37,000
727 44,000 64,000 64,000
779 46,000 34,000 33,000
786 50,000 50,000 50,000
819 456,000 487,000 483,000
821 302,000 383,000 380,000
877 94,000 102,000 102,000
883 24,000 24,000
913 31,000 32,000 32,000
1000 11,000
1044 46,000 46,000 46,000
1082 124,000 122,000 130,000
1085 417,000 424,000 443,000
1106 37,000 20,000 37,000
1112 22,000 22,000
1120 18,000 18,000 18,000
1144 38,000 38,000 39,000
1154 54,000 58,000 58,000
1180 28,000 32,000 32,000
1310 29,000 29,000 29,000
1320 15,000 15,000 15,000
1356 23,000 24,000 24,000
1358 49,000 49,000 49,000

Node
Flood (ft3)

Notes: Nodes 103 through 1000 are part of the Bells Mill Creek Watershed.  
Nodes 1044 through 1358 are part of the Horse Run Watershed.
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