
Table E-2.  50-Yr Storm - Flood Volumes

Scenario 1 Scenario 2 Scenario 2alt
103 296,000 296,000
109 66,000 66,000
113 22,000 22,000
115 141,000 141,000
123 282,000 282,000
131 182,000 182,000
132 380,000 380,000
177 60,000 105,000 105,000
199 126,000 223,000 223,000
203 34,000 174,000 174,000
205 113,000 256,000 256,000
207 96,000 96,000
257 247,000 247,000
259 141,000 141,000
265 168,000 168,000
279 16,000 21,000 21,000
281 19,000 27,000 27,000
327 232,000 231,000
329 229,000 229,000
351 22,000 80,000 81,000
375 63,000 64,000
379 10,000 11,000 11,000
381 11,000 16,000 14,000
391 10,000 21,000 19,000
399 72,000 73,000
401 57,000 58,000
403 49,000 73,000 73,000
419 16,000 16,000
479 62,000 166,000 167,000
487 24,000 27,000 27,000
489 13,000 16,000 16,000
518 69,000 86,000 86,000
527 16,000 16,000 16,000
565 15,000 15,000 15,000

Notes: Nodes 103 through 1000 are part of the Bells Mill Creek Watershed.
Nodes 1030 through 1358 are part of the Horse Run Watershed. Node 1020 is 
part of the Bells Mill Creek Watershed for Scenarios 1 and 2 and part of the 
Horse Run Watershed for Scenario 2alt.
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589 38,000 42,000 42,000
593 11,000 14,000 14,000
599 29,000 31,000 31,000
614 16,000 17,000 17,000
679 420,000 498,000 499,000
707 91,000 92,000 91,000
715 32,000 80,000 80,000
721 18,000 25,000 25,000
727 120,000 147,000 147,000
737 15,000
743 32,000
763 31,000 31,000 31,000
779 340,000 319,000 306,000
786 115,000 115,000 115,000
791 35,000 34,000
819 847,000 849,000 816,000
821 516,000 560,000 561,000
847 25,000 26,000 26,000
877 131,000 138,000 138,000
883 24,000 50,000 50,000
913 44,000 45,000 45,000
1000 21,000 12,000
1020 18,000
1030 10,000 28,000
1044 122,000 122,000 122,000
1058 11,000 11,000 11,000
1082 355,000 355,000 357,000
1085 683,000 691,000 735,000
1092 25,000 24,000 25,000
1102 15,000 15,000 15,000
1106 76,000 76,000 76,000
1112 52,000 52,000 52,000
1120 33,000 33,000 33,000
1144 82,000 82,000 83,000
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1154 83,000 90,000 90,000
1180 62,000 69,000 69,000
1310 64,000 64,000 64,000
1312 18,000 18,000 18,000
1320 32,000 32,000 32,000
1354 17,000 17,000 17,000
1356 39,000 39,000 39,000
1358 103,000 103,000 103,000
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