
Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

11011 22.78 36.08 42.19 48.11 48.95 48.17
11031 35.46 55.8 65.08 74.68 80.78 83.99
11041 19.08 30.4 37.21 45.1 54.07 62.84
11051 33.95 45.94 50.5 55.52 59.65 62.45
11071 11.19 9.47 10.51 13.19 17.77 22
11091 14.26 22.44 26.86 32.2 38.06 43.42
11101 32.01 51.83 63.26 76.42 92.53 106.84
11111 6.13 13.02 16.98 18.97 21.07 24.1
11131 31.4 50.02 60.22 72.32 85.15 96.56
11141 16.07 17.15 17.9 18.69 19.91 21.11
11161 16.06 17.15 17.9 18.69 19.91 21.11
11181 24.48 37.08 43.12 50.12 57.81 64.72
11191 22.18 31.41 35.38 40 44.98 48.95
11211 55.02 71.67 79.56 87 93.66 98.83
11221 6.59 9.33 10.82 12.41 13.86 14.95
11222 6.58 9.32 10.81 12.4 13.86 14.95
11223 6.52 9.28 10.78 12.38 13.85 14.93
11231 14.41 17.83 19.24 21.46 24.14 26.19
11261 23.87 38.63 47.2 57.15 68.39 77.48
11262 23.3 36.71 44.63 53.62 61.5 68.98
11271 34.33 54.36 65.75 78.43 88.56 101.93
11291 36.57 53 57.92 62.93 60.59 61.23
11301 22.21 31.49 37.1 38.73 38.51 38.18
11302 21.44 30.2 35.58 36.62 36.04 35.59
11331 23.65 43.65 47.51 49.56 49.08 46.78
11351 46.07 71.32 77.47 78.59 79.01 78.2
11371 34.44 54.04 65.32 71.49 77.82 79.35
11381 33.53 50.77 60.6 66.12 63.73 62.66
11401 11.77 15.76 16.41 17.43 18.79 19.11
11411 43.46 65.42 76.3 74.85 71.1 66.66
11431 115.05 173.78 192.36 202.22 208.58 207.89
11441 115.16 173.59 192.13 202.18 208.57 207.86
11451 132.33 174.16 191.51 201.85 211.04 220.36
11471 14.9 24.03 29.06 34.43 38.93 44.94
11481 14.4 22.95 27.27 32.35 36.38 42.09
11501 24.37 38.65 46.78 56.99 68.32 79.06
11511 22.31 35.49 43.07 51.7 61.76 72.75
11521 46.28 73.65 89.15 107.15 127.53 136.12
11531 58.95 93.94 113.78 136.87 162.49 177.64
11551 27.22 42.45 49.86 59.58 64.76 64.26
11561 26.57 41.08 48.23 57.91 62.95 62.69
11591 84.41 93.88 101.17 109.65 122.37 134.07
11621 23.52 34.49 40.59 44.86 45.7 45.47

Maximum Computed Discharge
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

11631 23.44 33.42 39.3 42.28 40.7 39.2
11641 32.81 46.42 54.1 60.91 63.03 65.1
11661 11.45 17.93 28.36 56.15 56 58.13
11671 25.96 38.5 44.48 45.59 42.69 42.69
11681 37.89 55.51 62.76 63.61 59.2 57.96
11701 49.88 73.43 83.02 85.26 87.27 88.1
11711 81.86 119 136.14 143.08 147.86 151.32
11731 16.37 26.2 31.92 38.53 46.11 53.18
11732 16.33 26.14 31.86 38.44 46 53.01
11741 16.35 26.14 31.88 38.45 46 52.85
11751 24.01 38.09 46.26 55.52 66.88 77.45
11761 23.87 37.89 46.03 55.58 66.89 77.48
11771 23.67 37.61 45.83 55.73 66.95 77.5
11781 23.5 37.46 45.75 55.86 67.14 77.62
11801 181.18 249.05 284.75 320.16 353.94 371.18
11811 47.62 76.28 88.43 94.29 92.71 91.12
11821 173.78 247.71 277.11 304.97 330.73 339.11
11841 13.7 20.64 24.49 28.81 33.61 38.1
11861 30.73 41.37 46.37 51.41 56.49 57.66
11871 3.3 3.85 4.03 4.13 5.31 6.53
11881 19.03 25.47 28.21 30.85 33.36 35.35
11891 15.81 19.35 21.13 22.6 25.16 32.06
11892 15.53 19.04 20.8 22.22 23.61 24.19
11901 21.38 33.94 41.13 49.44 59.16 67.6
11911 1.53 1.57 1.58 1.56 1.52 1.48
11912 1.69 7.74 9.35 10.14 11.29 12.34
11913 3.05 8.7 10.05 10.92 12.2 13.29
11921 3.35 9.03 10.46 10.73 11.1 11.66
11931 1.95 6.52 7.6 7.09 6.86 7.07
11932 3.96 9.69 9.73 9.61 9.11 8.53
11941 1.93 6.36 7.4 7.03 6.82 7.05
11951 1.92 6.33 7.34 7 7.41 7.85
11961 5.51 7.87 8.73 9.25 9.76 9.14
11962 5.51 7.87 8.73 9.25 9.77 9.16
11971 2.72 3.54 3.98 3.92 3.68 3.61
11972 5.51 7.88 9.63 16.52 19.73 20.46
11981 12.61 15.13 16.73 17.95 16.48 14.77
11982 3.67 4.97 5.58 5.71 5.14 4.95
11991 3.65 4.94 5.55 5.69 5.14 4.94
12001 3.64 4.93 5.52 5.68 5.14 4.94
12011 6.14 8.25 9.27 9.4 8.8 8.27
12021 6.14 8.25 9.27 9.39 8.81 9.08
12031 6.14 8.25 9.71 9.51 11.4 13.48
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

12041 6.14 9.67 10.87 14.48 17.73 20.64
12051 13.36 18.9 19.9 21.66 23.78 26.93
12061 16.45 25.14 27.72 28.44 30.05 30.69
12071 19.97 30.48 34.45 37.11 40.66 43.8
12081 21.01 31.5 35.88 38.18 41.76 45.26
12101 10.89 14.77 17.36 16.15 15.21 15.2
12111 25.31 34.2 38.05 39.35 38.13 38.04
12121 24.96 34.94 39.63 40.05 38.77 37.01
12131 59.53 88.79 101.32 110.71 120.57 129.25
12141 3.96 9.68 9.73 9.61 9.12 8.54
12151 11.67 17.56 19.55 21.29 22.56 23.67
12161 11.25 17.05 18.61 19.28 19.31 19.19
12171 6.58 8.06 8.44 8.18 7.58 7.01
12181 2.04 1.84 1.65 1.5 1.54 1.95
12191 3.15 3.65 3.97 4.62 5.17 5.54
12201 4 3.95 5.09 5.76 6.56 7.93
12211 4.89 5.39 5.13 5.49 7.04 8.28
12221 5.02 5.92 6.45 6.88 7.22 7.45
12231 2.36 2.71 2.73 2.25 1.84 1.94
12232 0 0 0 2.4 5.47 6.59
12233 2.36 2.72 2.74 4.22 6.54 7.06
12241 6.26 6.14 6.16 6.41 6.93 7.15
12251 15.18 17.53 16.95 19.32 36.82 36.12
12261 15.9 18.77 18.06 20.88 37 36.21
12281 28.09 44.42 54.19 64.17 69.83 73.87
12291 24.37 38.07 45.81 50.02 50.83 48.54
12301 38.66 47.93 50.93 59.03 55.71 50.68
12311 55.74 72.97 80.32 84.53 85.01 84.26
12321 60.72 80.18 87.35 94.95 97.23 97.8
12341 28.36 45.32 55.94 56.04 48.67 44.16
12351 60.31 95.92 108.72 115.09 120.41 121.51
12361 60.36 95.94 108.88 114.62 119.16 119.71
12371 83.9 133.74 155.6 171.49 187.07 196.89
12391 16.72 26.95 32.88 39.72 47.53 54.79
12401 75.72 98.59 108.8 118.46 124.05 126.91
12411 135.78 200.6 226.14 246.95 266.5 284.33
12421 18.99 30.18 36.86 44.65 52.85 59.74
12431 18.62 29.62 35.76 43.51 51.51 58.01
12441 159.42 251.19 284.82 315.21 339.97 355.88
12461 30.83 52.65 54.24 55.02 53.95 52.75
12471 31.16 52.15 53.44 50.87 46.77 42.24
12481 59.87 91.8 97.76 102.78 107.62 107.72
12501 24.48 39.14 47.46 56.86 66.96 74.85
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

12511 8.64 14.26 17.49 21.01 24.52 27.89
12541 32.5 52.87 64.78 67.66 70.73 74.96
12551 29.06 47.48 55.79 62.74 69.48 79.44
12561 23.46 38.39 43.16 49.22 53.93 61.88
12571 32.07 51.1 59.64 64.17 71.85 79.8
12591 24.92 38.72 43.56 45.28 49.36 54.49
12601 31.63 49.45 58.87 67.15 69.29 70.65
12611 30.99 48.73 57.27 67.88 68.24 63.93
12621 32.08 51.33 61.84 69.36 68.41 64.11
12631 75.9 121.32 144.74 158.81 168.8 177.18
12651 93.22 149.25 179.02 201.13 219.19 234.83
12661 69.52 86.78 94.47 104.64 116.62 126.51
12662 73.55 91.63 96.33 103.24 112.69 116.76
12671 11.28 17.63 21.01 23.99 27.36 31.27
12681 17.77 28.06 33.95 40.25 46.63 53.77
12691 60.91 74.22 80.4 85.98 91.37 95.05
12711 8.77 10.68 11.87 13.21 14.66 15.97
12721 8.02 10.27 12.08 14.38 17.08 18.48
12731 14.41 22.01 25.98 30.47 36.25 37.42
12741 25.63 39.63 45.04 51.91 59.66 63.99
12751 54.76 87.31 102.66 118.41 133.58 146.88
12761 53.96 84.75 98.08 112.51 126.93 139.5
12771 8.62 13.43 12.7 11.08 9.36 8.11
12781 27.49 40.11 43.82 47.1 47.54 47.7
12791 27.18 39.56 43.33 45.55 45.21 44.27
12801 56.08 66.69 71.44 77.63 83.66 85.39
12821 14.29 22.61 27.14 30.82 33.29 37.45
12831 13.92 21.44 25.25 27.87 29.05 32.99
12851 17.1 26.75 32 37.69 42.29 51.73
12861 16.98 25.29 29.72 32.73 38.55 52.12
12871 41.89 61.46 72.56 83.23 98.99 112.48
12881 39.48 58.87 69.35 79.78 95.26 108.07
12901 86.94 104.25 106.53 107.31 109.33 112.1
12921 8.21 7.71 7.51 7.15 6.33 5.66
12931 14.91 21.88 24.73 27.57 29.86 29.61
12932 14.91 21.87 24.71 27.55 29.76 29.56
12941 14.91 21.83 24.69 27.54 29.76 29.56
12951 14.9 21.76 24.66 27.43 29.44 29.64
12961 14.88 21.78 24.6 27.31 29.06 30.34
12971 17.46 27.2 31.05 34.32 37.8 48.81
12981 16.8 25.22 28.53 31.34 37.51 48.54
12991 18.66 28.92 33.3 38.07 46.58 60.92
13011 11.94 18.79 22.98 27.62 32.8 37.68
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

13021 22.32 35.97 43.54 52.72 62.8 72.06
13031 11.25 18.14 22.17 26.8 32 36.79
13041 11.25 18.14 22.18 26.81 31.88 36.39
13061 49.4 60.83 60.29 57.87 58.85 60.78
13071 46.08 47.93 47.86 47.79 47.34 46.29
13081 45.91 44.96 43.92 43.54 43.79 41.7
13091 65.69 78.48 82.94 87.23 92.74 96.6
13101 30.28 48.6 59.16 71.77 85.45 97.87
13111 38.34 55.1 65.8 76.18 86.07 84.76
13131 3.29 5.27 6.42 7.44 8.69 10.02
13151 40.33 62.67 71.37 75.35 74.41 72.69
13161 38.22 56.55 60.45 57.6 54.74 52.17
13171 67.73 103.7 115.02 117.6 118.98 116.49
13181 88.62 138.79 160.64 170.28 179.65 179.16
13211 77.89 128.2 157.48 191.75 229.99 264.96
13221 66.68 113.2 135.61 158.16 175.23 184.57
13222 66.61 103.91 104.61 103.99 102.04 99.9
13223 0 16.22 43.9 72.18 92.3 101.11
13224 66.52 112.86 135.27 157.75 174.68 183.81
13231 131.91 195.84 230.77 272.35 301.24 330.86
13241 132.83 197.25 232.46 274.36 303.44 333.43
13251 19.31 30.89 38.4 46.43 48.85 49.95
13261 18.25 29.48 37.26 45.22 47.97 46.59
13271 19.86 32.73 38.55 46.79 48.5 46.87
13281 27.23 42.9 46.49 48.43 46.75 45.93
13291 61.85 100.04 108.39 115.99 120.75 123.2
13301 61.38 99.17 107.15 114.55 118.9 121.27
13321 16.5 24.46 28.87 32.51 33.2 33.18
13331 15.65 23.77 26.92 29.57 27.84 26.23
13341 15.68 23.95 26.25 29.7 28.22 26.66
13351 29.57 46.31 52.92 58.21 64.69 68.99
13361 135.34 200.99 236.84 279.03 308.87 337.94
13391 47.73 75.28 90.7 108.55 121.1 120.46
13401 57.43 90.62 109.36 130.97 147.17 148.09
13411 45.21 59.49 64.46 70.51 75.3 74.94
13421 45.01 59.39 64.46 70.51 75.3 74.94
13441 62.52 92.91 105.87 117.95 122.42 130.28
13461 38.21 47.91 53.1 57.15 60.34 61.55
13462 38.18 45.49 41.63 40.37 39.02 38.5
13463 0 2.52 17.64 29.68 38.94 44.3
13471 38.17 47.88 53.07 57.1 60.24 61.53
13481 32.95 47.06 54.49 56.04 55.65 54.88
13491 40.32 57.29 66.16 67.55 68.52 69.24
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

13501 11.8 19.11 21.18 21.29 21.13 20.78
13502 11.76 18.97 20.62 20.44 20.09 19.89
13521 25.99 42.54 52.05 62.73 74.71 84.54
13531 26.19 42.81 52.35 63.06 74.75 84.55
13541 38.54 62.46 76.15 91.6 108.76 123.52
13551 38.51 62.29 75.82 91.02 107.79 122.04
13561 31.52 49.69 60.34 72.19 85.53 91.3
13571 147.99 220.59 260.44 301.17 341.96 375.32
13591 10.07 12.67 13.7 14.45 15.08 16.17
13601 7.81 10.84 12.82 14.86 16.83 18.23
13611 8.83 11.29 13 14.93 16.9 18.51
13621 36.33 56.88 67.69 79.63 94.05 107.58
13631 44.26 74.06 90.78 110 131.86 151.62
13651 27.27 43.61 52.95 63.84 76.11 87.38
13661 61.17 102.55 126.37 153.18 182.94 208.78
13671 61.13 102.27 125.75 152.05 180.99 205.5
13681 60.52 100.45 123.17 148.68 176.44 198.75
13691 59.54 93.96 116.13 141.29 166.46 186.94
13701 4.27 16.17 24.15 28.23 33.04 35.4
13711 15.96 37.55 51.74 62.56 71.86 78.72
13721 148.02 220.66 260.51 301.23 342.09 375.48
13731 149.18 222.72 263.05 303.39 346.19 380.41
13741 149.23 222.82 263.17 303.49 346.4 380.66
13751 156.06 234.68 278.75 321.21 369.22 408.49
13771 156.82 236.44 280.22 323.39 372.26 412.11
13791 157.01 236.85 280.6 323.96 373.02 412.94
13801 40.66 48.32 43.76 43.73 46.71 46.79
13811 38.02 40.8 39.09 37.33 38.23 38.45
13821 70.68 86.5 92.02 95.05 98.06 99
13831 82.97 106.14 115.64 122.86 131.93 138.91
13851 52.03 67.85 74.05 80.76 84.73 90.16
13861 37.79 75.08 91.89 106.2 122.28 124.1
13871 40.99 61.99 72.84 84.09 85.36 85.06
13881 40.21 58.79 67.78 72.48 71.05 68.44
13891 51.66 98.38 126.24 151.31 186.87 205.38
13901 74.3 138.42 172.62 212.4 255.1 288.3
13911 73.45 135.91 169.02 206.86 247.44 277.78
13921 24.01 56.56 74.23 92.1 109.12 120.37
13931 59.52 94.61 114.81 140.1 165.55 192.58
13951 69.55 115.29 142.66 174.67 209.17 241.08
13971 2.68 3.04 3.88 4.61 4.88 5.09
13981 42.85 68.01 82.65 99.74 119.51 138.03
13991 13 16.86 18.61 19.81 20.28 20.15
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

14001 2.37 7.44 9.97 11.83 12.92 17.44
14011 4.49 9.95 14.86 20.79 24.28 26.52
14021 38.25 59.43 71.16 84.27 97.82 101.72
14031 37.79 57.71 68.87 81.59 94.58 97.46
14041 34.04 52.79 62.75 74.71 85.89 87.7
14051 67.42 101.49 120.09 142.99 169.11 188.48
14061 62.17 93.3 110.8 132.79 157.06 175.09
14071 48.94 73 89.24 109.89 130.33 143.65
14081 20.69 32.44 38.67 44.88 53.06 60.14
14091 86.99 140.01 175.06 214.53 258.92 297.69
14101 41.11 77.01 106.61 139.88 173.14 202.44
14121 179.23 271.93 327.82 389.11 449.87 504.38
14151 27.37 37.44 38.26 38.43 38.26 37.85
14161 26.98 36.49 35.82 33.54 31.22 29.65
14171 40.47 55.83 59.25 61.84 63.22 64.61
14172 40.41 55.56 58.69 60.96 61.35 62.31
14181 40.4 55.45 58.42 60.52 60.81 61.77
14191 12.93 20.47 24.85 30.05 35.97 41.37
14201 179.86 273.1 329.65 391.39 452.56 507.6
14211 40.2 54.94 57.62 59.56 60.05 61.67
14221 182.96 278.63 336.77 399.79 461.82 517.49
14231 183.25 279.16 337.44 400.54 462.32 517.89
14241 184.02 280.58 339.33 402.7 464.64 520.33
14251 186.42 284.78 344.87 408.95 471.33 527.3
14261 71.81 109.52 128.61 147.14 164.03 180.42
14271 67.4 90.96 95.31 101.45 108.89 114.88
14281 67.24 90.91 95.29 101.45 108.89 114.87
14291 66.65 88.53 91.22 98.74 105.9 111.7
14301 186.58 285.15 345.48 410.13 472.76 529.08
14331 75.5 111.14 122.49 148.11 146.48 150.29
14341 71 90.24 116.65 148.72 145.95 142.82
14351 20.35 31.96 38.78 46.84 53.5 59.84
14361 109.73 139.74 177.25 246.45 272.7 285.26
14371 158.64 201.77 216.03 216.95 216.31 215.68
14381 10.37 17.51 18.69 18.86 18.87 18.85
14391 168.56 216.7 232.14 232.97 232.4 231.85
14411 6.31 10.09 12.27 14.75 17.54 20.04
14421 6.14 10.27 12.26 13.25 15.48 17.3
14431 22.84 35.3 37.12 37.52 36.69 35.66
14451 21.69 31.15 32.06 36.06 37.66 37.62
14471 48.86 70.81 74.09 76.84 78.12 78.31
14481 48.35 67.92 68.89 70.22 69.98 69.24
14491 62.88 88.76 92.15 93.62 92.83 91.26
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

14501 63.34 71.55 75 82.22 77.92 75.03
14511 67.37 75.74 75.67 70.99 99.17 81.42
14521 79.58 91.83 98.88 100.84 99.99 99.06
14531 79.42 91.04 97.82 100.56 100.48 99.79
14551 211.66 335.42 417.72 493.41 580.98 661.54
14581 53.97 86.24 113.17 116.21 116.23 116.76
14591 51.35 77.25 76.66 75.03 73.36 72.04
14601 221.14 354.98 436.95 513.82 600.86 677.63
14611 17.28 26.43 28.99 33.61 33.74 33.54
14621 226.49 361.85 443.78 523.63 607.75 682.72
14631 17.53 19.05 18.49 18.55 18.78 18.71
14632 22.43 24.46 25.58 26.81 28.09 29.14
14641 223.96 361.54 443.46 523.19 607.43 682.56
14651 31.71 39.18 43.39 48.15 53.41 58.11
14661 30.65 38.93 43.33 48.21 53.55 58.28
14681 214.05 337.2 417.71 508.03 602.97 689.33
14682 62.52 69.62 79.25 93.95 108.62 121.24
14683 0 44.58 57.44 72.49 89.11 104.45
14684 53.58 66.54 78.31 93.14 108.03 120.95
14685 0 47.66 60.74 76.02 92.57 108.47
14686 46.67 59.76 70.98 86.21 102.32 117.11
14687 51.31 59.76 70.98 86.21 102.32 117.11
14691 214.02 337.19 417.71 508.06 603.01 689.37
14711 216.05 341.05 422.88 514.76 612.47 701.36
14741 25.04 39.77 48.58 58.41 67.86 67.92
14761 216 341 422.9 514.86 612.59 701.48
14771 216.72 342.05 424.47 517.03 615.74 705.43
14791 217.83 343.57 426.62 519.83 619.05 709.13
14801 218.55 343.8 426.88 520.9 620.46 710.86
14821 9.61 10.04 10.01 10.02 10.04 10.04
14831 8.51 9.59 9.72 9.78 9.76 9.73
14841 6.33 8.9 10.43 12.08 12.97 12.98
14851 14.76 17.66 19.12 20.85 21.91 22
14861 12.81 16.03 17.88 19.83 21.59 23.51
14881 65.93 78.63 95.5 115.08 136.98 156.78
14891 15.05 23.8 28.62 34.24 40.41 46.47
14901 28.84 46.09 55.05 65.88 78.95 91.69
14911 7.43 9.75 10.98 12.49 13.58 13.6
14921 2.65 3.03 3.21 3.31 3.33 3.33
14922 30.16 44.07 50.04 62.86 80.39 96.36
14923 29.9 42.96 48.05 62.8 80.37 81.19
14931 21.88 30.5 34.25 37.3 38.01 37.61
14941 22.01 30.52 34.26 37.31 38.01 37.62
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

14951 29.34 40.74 44.36 47.46 50.54 55.43
14961 46.73 58.62 63.35 65.56 67.39 67.45
14981 63.12 79.17 84.69 90.16 95.47 96.15
14991 63.28 79.41 85.12 90.31 95.53 96.15
15001 71.09 93.13 102.69 111.44 119.39 124.3
15011 70.76 92.21 101.5 109.92 116.93 120.07
15021 75.63 100.2 111.78 122.51 131.7 137.21
15051 20.12 30.84 35.22 37.22 38.2 38.85
15052 0 0 3.55 14.17 17.8 18.23
15061 20.12 30.6 37.92 49.48 53.54 54.04
15081 19.4 29.76 36.67 47.33 53.73 54.73
15091 19.17 29.48 36.34 47.08 54.08 55.64
15111 19.01 29.47 37.37 48.81 56.56 60.01
15121 55.45 87.79 101.53 121.58 147.4 170.97
15131 40.1 66.04 66.74 68.75 68.67 67.21
15132 39.35 59.38 63.17 64.55 63.6 60.81
15141 135.62 193.13 200.29 200.9 197.85 195.69
15151 130.77 166.02 175.08 178.72 180.11 180.11
15161 156.33 204.05 210.39 212.03 211.66 210.17
15171 151.71 187.99 189.98 191.28 192.33 194.49
15181 151.4 187.22 189.23 190.51 192 194.14
15211 35.31 54.08 63.86 80.21 92.51 104.62
15221 31.68 47.87 56.13 72.38 93.23 93.43
15231 28.33 42.8 50.03 56.88 58.07 58.23
15241 26.36 40.56 47.81 50.91 51.24 51.59
15251 58.31 91.15 109.91 127.61 143.78 159.03
15281 23.56 38.56 39.43 40.47 38.25 37.98
15291 21.93 34.05 34.63 34.92 35.11 35.12
15301 19.62 32.74 35.81 36.64 36.59 36.07
15311 76.57 119.59 138.33 158.05 178.12 196.51
15321 68.46 109.96 128.33 147.66 168.27 187.05
15331 13.03 19.37 22.97 27.5 29.84 30.1
15341 11.17 16.19 20.89 24.57 25.08 24.99
15351 7.51 12.61 17.72 22.16 24.39 25.28
15361 73.2 122.43 145.65 169.59 191 211.15
15381 32.37 51.5 60.35 62.69 64.45 64.25
15391 32.96 50.78 61.12 61.65 61.79 61.86
15401 77.21 129.85 155.34 180.68 203.28 225.82
15411 92.2 158.54 193.04 236.06 264.09 286.68
15421 16.61 26.32 32.29 39.21 47.11 54.38
15431 16.6 26.28 32.23 39.16 47.07 54.34
15441 99.08 166.26 202.72 244.88 275.54 299.93
15461 15.68 22.95 23.25 23.5 23.67 23.98
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

15471 30.21 40.1 42.57 45.13 44.92 45
15481 30.36 40.29 42.77 45.2 44.97 45.09
15491 37.73 51.83 56.22 59.36 60.39 60.55
15501 32.27 42.2 44.61 46.69 46.73 46.55
15511 241.7 365.96 400.85 437.71 467 487.46
15531 20.38 32.54 39.43 47.25 55.99 63.9
15541 20.17 32.15 39.04 46.86 55.59 63.95
15551 236.25 339.88 360.88 384.09 409.81 425.38
15571 17.96 24.97 28.43 31.67 32.35 32.61
15581 28.66 40.47 46.1 47.71 49.7 50.96
15591 38.04 54.54 62.36 69.96 76.87 83.08
15601 203.1 297.3 337.15 374.58 409.15 433.98
15621 15.16 23.97 28.95 34.73 41.98 40
15631 15.71 24.72 29.25 34.39 41.17 35.12
15641 18.5 19.28 19.34 19.56 19.85 20.04
15651 29.28 34.26 36.61 38 38.17 38.12
15661 27.7 32.04 34.03 35.27 35.51 35.6
15671 28.57 32.29 33.64 33.42 33.93 33.43
15681 210.27 319.26 365.48 407.06 433.68 468.91
15701 14.54 24 26.06 26.46 26.62 26.56
15711 14 23.35 25.28 25.35 25.46 25.58
15721 12.05 15.28 15.5 15.58 15.6 15.63
15741 24.41 32 34.51 35.88 37.01 38.12
15751 33.98 47.53 52.87 57.79 62.84 66.75
15761 33.29 46.98 52.41 57.02 61.53 65.27
15771 44.43 67.63 75.99 85.35 94.7 103.66
15781 44.35 66.51 75.69 84.97 94.23 103.13
15791 225.92 343.16 404.37 454.84 496.52 529.42
15801 228.85 347.8 408.83 462.39 503.27 542.46
15821 2.73 4.57 5.18 6.36 7.83 9.21
15831 2.36 3.95 4.9 6.05 7.62 9.16
15841 236.88 359.16 421.45 474.31 512.98 558.51
15851 7.16 11.38 13.52 15.88 17.89 19
15861 7.08 11.25 13.47 15.32 17.84 18.76
15871 19.57 31.14 37.54 42.57 45.46 46.27
15881 19.39 30.9 36.01 39.82 41.53 42.71
15891 37.48 57.79 65.6 74.09 80.05 85.1
15901 36.79 56.9 65.16 72.31 76.64 81.57
15921 36.77 57.15 65.6 72.81 76.79 82.08
15931 44.74 69.81 79.72 89.3 95.48 102.34
15941 44.7 69.7 79.54 89.03 94.78 102.33
15951 44.45 69.28 79.06 88.48 94.19 101.71
15961 285.61 437.21 516.51 585.27 655.04 708.64
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

15971 288.5 439.98 518.86 587.65 657.56 711.35
15991 294.72 446.44 524.65 593.97 663.74 717.88
16001 23.12 33.97 43.94 53.5 53.58 53.58
16011 22.73 25.91 27.24 28.01 28.36 27.61
16021 16.51 21.97 21.29 21.35 21.42 21.48
16031 13.78 15.29 14.73 14.8 15.18 15.23
16041 29.66 31.07 31.64 31.6 31.61 31.18
16051 10.01 13.3 17.47 20.1 20.31 20.44
16061 30.17 30.38 30.86 32.43 33.68 34.38
16071 32.11 31.97 33.42 34.5 35.2 35.47
16091 32.73 32.46 33.64 34.74 35.35 35.57
16111 42.72 48.68 50.97 50.86 51.01 50.78
16121 42.8 48.65 50.97 50.88 51.04 50.78
16131 42.82 48.63 50.96 50.88 51.16 50.78
16141 13.02 13.71 13.61 13.58 13.79 13.87
16151 53.36 58.4 60.85 63.91 63.98 64.05
16161 53.7 59.01 61.63 64.75 64.94 65.11
16171 60.88 71.93 78.4 86.17 92 96.93
16181 58.17 67.72 73.54 79.93 84.46 88.38
16221 368.22 539.12 623.38 701.05 784.56 849.32
16241 383.57 554.38 638.85 715.87 799.12 863.83
16251 413.58 590.32 678.59 759.84 847.48 917.65
16271 454.38 639.11 725.83 819.66 912.42 990.48
16281 619.23 908.83 1062.27 1232.9 1411.99 1566.85
16291 645.15 941.82 1097.58 1272.16 1454.52 1613.39
16301 668.24 969.19 1124.59 1299.88 1482.06 1640.6
16311 704.29 1008.73 1171.58 1350.49 1535.51 1697.86
16321 775.36 1100.08 1274.54 1463.52 1657.45 1830.84
16341 8.61 19.04 19.14 19.19 19.25 19.85
16361 22.79 29.39 29.7 29.44 28.64 29.09
16371 21.14 23.43 23.62 23.8 24.02 25.37
16381 0.42 0.91 1.09 1.23 1.44 1.29
16391 11.15 16.29 17.51 18.29 18.93 19.5
16392 7.33 10.66 11.49 12.02 12.45 12.82
16411 11.56 18.89 18.95 18.96 18.96 18.95
16421 21.12 38.46 42.45 44.98 46.86 48.33
16431 27.06 47.39 52.06 69.16 70.42 70.61
16441 46.93 53.41 56.75 58.98 60.61 62.13
16451 42.35 53.96 57.19 59.35 60.98 62.48
16471 59.92 63.24 63.18 63.5 64.36 65.65
16481 79.49 96.4 102.17 109.16 114.82 117.09
16491 73.23 89.99 93.69 97.7 101.55 102.53
16501 71.85 86.52 89.5 92.55 95.58 95.19
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

16511 71.33 84.53 86.8 89.32 91.76 90.91
16531 0 0.7 0.91 1.07 1.16 1.15
16541 1.67 2.74 3.49 4.09 4.55 4.8
16551 3.43 4.91 5.84 6.89 7.81 8.36
16581 16.6 25.15 26 25.98 26.12 27.44
16601 27.89 42.15 44.86 46.98 47.93 47.97
16611 26.19 39.56 41.46 42.78 42.59 42.39
16621 99.18 126.93 136.64 141.9 148.08 153.57
16631 17.93 25.4 26.6 26.68 26.58 26.42
16641 16.29 22.89 22.66 22.19 23.07 24.01
16661 100.46 128.93 145.91 152.64 154.75 160.2
16671 11.56 18.47 22.35 26.33 28.97 29.52
16681 9.98 16.17 19.7 22.74 23.27 23.12
16691 113.58 150.62 172.97 184.49 197.31 206.55
16711 23.19 34.42 40.5 44.77 46.35 46.21
16721 19.52 26.45 27.98 29.02 29.6 30.3
16731 18.93 24.32 25.44 27.36 29.27 31.08
16741 27.76 38.43 39.3 41.72 42.88 44.61
16751 27.68 35.09 35.62 36.52 40.88 44.86
16761 28.66 37.24 38.23 37.05 41.52 45.39
16771 45.19 63.59 70.69 73.92 74.81 73.63
16801 61.11 88.17 101.58 112.4 122.57 128.38
16811 59.21 85.05 98.54 108.78 118.28 121.74
16821 56.9 82.54 96.8 104.8 114.05 116.7
16841 75.33 111.75 132.59 152.12 171.41 184.58
16851 73.22 109.17 129.89 149.13 168.04 180.99
16861 71.29 106.94 127.66 146.11 164.73 177.34
16881 158.23 218.83 244.95 264.54 284.36 298.63
16901 87.52 116.46 129.9 140.55 151.11 159.05
16902 80.13 116.29 129.76 140.45 151.07 159.11
16911 16.87 25.33 27.17 26.41 27.44 27.67
16912 23.7 37.34 37.84 36.26 43.42 46.15
16913 25.45 38.86 39.21 45.15 53.39 53.31
16921 26.64 41.89 50.75 62.93 69.63 70.98
16951 178.2 249.59 278.6 303.23 328.08 347.4
16971 91.14 138.27 159.58 182 195.32 203.76
16981 178.19 249.91 279.05 303.71 328.89 348.6
17061 13.87 22.05 26.76 32.19 38.4 44.5
17091 20.21 32.25 39.19 47.53 56.7 65.21
17101 20.08 32.1 39.07 47.27 56.29 65.24
17111 20 32.01 38.96 47.11 55.68 64.31
17121 14.84 21.9 25.33 29.05 33.14 36.15
17122 243.9 368.17 428.03 492.78 564.08 616.65
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

17123 258.74 390.08 453.37 521.83 597.23 652.81
17131 259.29 389.98 453.51 522.25 596.85 652.14
17171 16.26 25.8 29.73 34.97 40.8 40.95
17181 16.61 26.31 29.66 34.87 40.7 40.94
17191 266.86 400.57 467.26 544.14 625.93 690.78
17201 9.67 15.59 19.07 20.5 24.53 28.08
17211 8.64 10.26 12.11 17.9 24.41 28.8
17221 7.75 11.04 13.31 15.05 15.04 15.04
17231 3.8 6.44 6.59 6.53 6.46 6.47
17241 9.57 16.99 18.42 19.14 19.06 18.44
17251 9.19 18.07 18.9 19.24 19.17 18.68
17252 9.74 21.59 24.99 28.03 30.7 32.87
17261 5.98 8.97 8.98 8.99 9.02 9.04
17271 4.55 9.66 9.09 8.36 7.57 6.85
17281 5.04 8.98 9.1 9.26 8.66 8.64
17291 3.55 9.09 9.05 9.65 8.98 7.52
17301 12.1 22.72 23.35 23.25 23.08 23.02
17311 18.47 43.38 46.8 49.85 52.29 53.73
17321 5.04 8.83 8.77 8.81 8.73 8.67
17331 3.26 9.2 9.36 8.81 8.49 8.6
17341 2.8 6.52 7 6.9 6.52 7.16
17351 56.29 53.77 57.94 56.75 58.45 64.18
17361 5.85 11.13 11.08 10.82 10.64 10.58
17371 2.19 4.01 4.35 4.21 3.92 4.62
17372 2.97 8.19 8.39 8.77 9.18 9.18
17381 5.19 10.92 11.7 12.72 13.82 14.08
17391 6.35 6.34 5.71 6.06 6.36 6.71
17401 6.26 6.64 6.01 5.36 5.47 5.84
17411 2.88 4.65 5.69 7.45 8.4 9.78
17421 6.18 6.91 7.55 7.51 7.18 7.07
17431 24.51 25.44 26.29 27.41 28.75 29.98
17441 17.67 17.35 17.34 17.35 17.12 17.23
17442 7.35 9.38 10.55 11.86 13.29 14.4
17451 25.58 25.39 26.21 27.32 28.67 29.95
17461 3.43 6.96 8.97 9.3 8.81 8.76
17471 31.17 34.42 34.42 34.42 34.42 34.42
17481 49.26 54.98 60.04 65.03 73.83 82.79
17491 21.28 16.5 16.56 16.69 16.85 17.13
17501 16.16 16.44 16.56 16.69 16.83 16.95
17511 16.16 16.44 16.56 16.69 16.83 16.96
17521 25.21 31.12 33.59 36.04 37.97 39.35
17531 23.6 28.47 30.3 31.68 32.36 33.21
17541 23.58 28.5 30.29 31.64 32.48 33.38
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

17551 23.68 28.74 30.64 32.04 33.41 34.58
17571 2.93 4.67 5.69 6.9 8.7 10.38
17581 2.65 4.29 5.19 5.88 6.98 7.23
17591 2 3.97 5.25 6.78 8.67 8.88
17601 8.92 14.2 16.54 18.92 22.22 26.58
17611 8.65 13.59 16.19 18.93 22.22 26.59
17621 8.02 13.22 16.12 18.91 22.22 26.59
17641 10.39 16.79 20.54 24.99 30.39 35.02
17651 2.49 2.73 2.54 3.32 4.8 10.64
17652 8.74 12.42 14.32 16.48 19.79 26.04
17661 7.01 13.28 17.5 21.44 26.11 34.88
17681 21.8 32.91 38.01 43.11 49.1 51.03
17691 19.67 29.59 32.76 36.27 49.49 51.29
17701 18.55 28.05 32.9 38.39 50.21 51.77
17741 16.73 25.9 29.53 33.35 37.46 39.67
17742 16.21 23.48 25.54 28.89 31.3 31.25
17751 15.88 21.84 23.87 28.89 31.3 31.25
17761 13.91 19.68 23.7 28.1 31.93 31.45
17771 35.75 53.39 62.59 73.72 77.1 78.43
17781 35.59 53.78 63.8 75.37 78.14 78.91
17801 42.81 65.56 77.9 91.91 99.66 104.08
17811 42.93 65.8 77.99 91.92 99.66 104.08
17821 21.77 32.63 38.2 44.48 48.13 50.17
17822 21.45 33.68 40.29 47.97 51.54 53.92
17831 26.51 44.61 53.93 63.74 74.13 80.79
17841 56.18 89.84 107.55 127.14 145.75 157.23
17851 56.26 90.02 107.86 127.6 146.32 157.7
17861 56.49 90.44 108.49 128.42 147.37 158.52
17871 70.68 116.16 141.02 168.55 198.96 220.6
17881 70.23 115.25 140.17 167.72 198 219.95
17891 70.13 115.09 140.17 167.68 197.8 219.78
17901 70.15 115.26 140.39 167.76 197.87 219.69
17931 15.1 22.45 25.93 28.44 28.91 29.04
17941 80.79 136.02 166.43 196.06 225.34 246.69
17961 91.01 166.31 199.15 226.65 255.09 283.43
17981 105.42 180.91 227.54 280.32 330.16 370.79
17991 122.44 189.29 235.76 282.86 326.03 362.31
18001 388.01 589.03 698.13 821.27 943.22 1041.93
18021 390.49 588.44 696.07 815.96 936.69 1034.16
18031 396.17 593.63 700.88 819.28 939.32 1036.31
18041 53.19 85.27 102.56 123.53 147.4 169.19
18042 52.7 83.06 99.81 119.66 142.13 162.5
18051 85.07 132.96 160.28 191.4 226.44 257.87
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

18061 114.03 179.4 216.61 258.39 304.8 346.34
18071 111.24 175.92 212.76 253.94 299.4 339.71
18081 110.47 174.98 211.82 253.01 298.46 338.76
18091 108.77 173.52 210.27 250.62 295.26 335.09
18101 105.35 169 201.69 237.6 279.81 318.89
18111 509.15 758.41 906.73 1071.73 1244.58 1392.17
18121 529.13 782.38 927.94 1090.66 1261.44 1405.77
18131 9.04 14.13 16.37 19.04 22.14 24.94
18151 17.21 24.71 29.21 32.6 33.79 34.07
18161 16.47 23.8 27.87 30.92 31.32 31.4
18171 16.91 24.65 29.11 32.07 31.93 32.09
18181 17.27 25.06 29.47 32.27 32.02 32.12
18191 28.33 41.96 49.12 56.88 62.84 67.77
18201 28.27 41.87 49.05 56.78 62.73 67.67
18211 28.24 41.84 49.03 56.75 62.69 67.63
18231 575.46 851.24 1009.87 1185.76 1366.01 1521.68
18241 628.73 922.17 1088.19 1261.72 1442.63 1597.69
18281 6.71 10.82 13.21 15.98 19.13 22.07
18301 1497.59 2137.08 2481.23 2842.27 3225.3 3544.96
18311 1557.13 2215.38 2570.05 2939.11 3329.26 3654.9
18321 36.88 54.81 58.92 60.52 61.12 61.14
18322 37.25 56.35 59.75 58.86 56.54 56.62
18341 55.17 75.49 79.39 83.59 84.39 83.71
18361 89.03 119.9 127.23 132.79 135.8 136.74
18371 88.98 121.35 128.17 134.3 135.05 136.53
18401 25.51 44.55 46.3 45.78 43 44.37
18411 29.34 43.69 43.82 44.04 43.71 43.79
18451 93.69 169.3 193.37 215 216.21 215.41
18461 77 98.48 99.37 100.19 101.08 101.85
18471 75.27 81.35 81.47 81.99 82.7 83.42
18481 79.97 85.07 85.79 86.77 87.28 87.54
18491 80.05 84.7 85.27 86.1 86.65 86.92
18501 80.99 85.45 85.83 86.24 86.53 86.74
18521 1726.9 2428.85 2805.13 3195.4 3607.82 3953.92
18541 13.02 18.86 20.17 24.66 26.2 26.9
18551 22.7 31.07 32.76 43.11 49.63 50.2
18561 19.68 23.58 33.81 43.55 49.78 50.29
18571 17.18 22.62 36.28 44.5 49.99 50.41
18591 47.02 62.37 64.93 67.06 67.72 68.38
18601 47.97 63.93 66.67 67.81 68.46 68.83
18631 4.15 5.72 14.61 16.65 17.44 17.88
18632 9.21 12.62 23.67 29.88 32.78 34.53
18633 14.93 20.46 29.7 34.55 36.81 38.19
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

18641 21.13 32.92 38.26 44.31 50.31 53.49
18651 20.77 32.32 38.18 43.18 48.63 50.91
18661 38.75 61.05 71.67 83.34 90.33 93.95
18671 39.11 61.19 71.56 82.16 87.45 91.97
18681 39.28 61.38 71.87 83.28 89.97 95.97
18751 25.85 41.35 50.75 62.39 74.61 82.39
18761 62.29 86.2 98.7 108.3 113.98 114.71
18791 62.52 87.24 99.81 109.81 114.8 114.92
18801 70.05 104.51 121.79 138.94 152.21 157.9
18811 69.82 104.32 121.53 138.66 152.18 157.82
18821 58.79 92.78 109.73 126.89 140.14 153.64
18841 1860.29 2615.06 3018.79 3430.74 3867.06 4237.69
18851 58.82 92.66 109.55 126.71 143.93 156.6
18861 58.9 92.72 109.59 126.77 145.98 160.29
18871 18.14 29.29 35.74 43.14 51.64 53.39
18881 36.38 57.23 67.31 80.29 93.67 95.92
18891 106.91 167.07 203.2 243.36 283.59 316.29
18901 1941.37 2721.83 3141.43 3562.93 4008.27 4392.34
18911 2110.78 2965.47 3429.25 3901.23 4408.29 4840.75
18921 12.23 14.86 14.86 14.86 14.86 14.86
18931 12.08 16.24 16.5 16.75 17.04 17.28
18941 15.73 23.45 26.54 27.62 27.58 28.7
18951 15.46 19.5 21.73 26.01 26.38 26.72
18961 14.39 17.57 36.03 41.03 44.08 46.39
18971 24.32 35.24 48.94 55.92 58.6 60.97
18981 28.64 40.13 52.85 59.33 61.6 63.48
18991 31.1 42.96 53.43 59.62 61.83 63.69
19001 40 52.66 61.56 65.91 67.42 68.63
19021 55.73 71.51 76.9 80.15 80.73 81.12
19031 78.28 102.36 108.46 123.02 128.13 128.16
19051 112.97 161.64 183.72 186.19 187.23 187.55
19061 125.31 177.96 203.06 210.01 215.31 219.89
19071 125.42 178.08 202.93 209.81 215.44 219.81
19091 143.99 206.63 237.52 252.76 268.8 281.01
19121 2296.93 3231.1 3729.56 4261.76 4791.39 5247.86
19131 2353.39 3311.68 3820.87 4372.2 4912.22 5379.04
19231 23.95 37.75 45.57 53.55 61.91 62.61
19241 35.86 56.59 67.5 81.04 94.16 102.69
19251 35.84 56.57 67.43 80.96 94.18 102.84
19261 35.47 56.54 67.31 80.76 94.07 102.15
19271 36.67 58.05 68.81 81.88 95.38 100.77
19311 26.35 41.81 50.62 61.27 66.9 68.11
19321 26.1 41.47 49.71 58.46 58.54 58.6
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Table D-1.  Existing Conditions Peak Discharges (Scenario 1)

Notes: Peak discharges usually occur at times other than the time of maxmimum 
computed water surface elevation.  Peak discharges can occur in the upstream
direction.

Conduit
Number

2-Yr
(cfs)

5-Yr
(cfs)

10-Yr
(cfs)

25-Yr
(cfs)

50-Yr
(cfs)

100-Yr
(cfs)

Maximum Computed Discharge

19331 26.04 41.61 49.66 58.45 58.53 58.6
19341 26.04 41.43 49.64 58.45 58.53 58.6
19351 2397.66 3381.6 3902.57 4467.57 5020.32 5524.19
19361 2425.48 3426.89 3952 4522.25 5075.59 5583.43
19371 11.54 18.5 22.6 27.59 33.09 38.21
19381 11.52 18.46 22.77 27.62 33.05 38.1
19391 30.41 48.6 59.55 72.61 87.01 100.43
19411 47.4 74 88.88 97.04 98.47 98.94
19421 61.13 95.69 114.92 125.8 130 133.49
19431 61.13 95.7 114.92 125.8 130 133.49
19441 61.06 95.63 114.87 125.79 130.01 133.49
19451 94.48 150.13 180.8 207.33 229.4 245.65
19461 93.29 149.23 179.14 205.75 229.3 244.99
19471 92.66 146.21 178.11 205.41 225.17 240.42
19481 2621.83 3724 4297.79 4921.8 5582.17 6142.3
19511 20.82 33.23 40.31 50.68 53.42 53.44
19521 54.43 88.12 107.29 128.48 152.58 166.37
19541 2733.71 3879.33 4470.17 5115.17 5807.62 6372.01
19561 2788.32 3948.07 4554.04 5209.39 5921.89 6515.66
19581 84.86 137.19 166.31 201.41 238.57 272.67
19601 84.94 140.55 165.48 200.84 243.79 271.78
19621 2872.1 4040.48 4691.26 5406.75 6122.26 6777.06
19641 3067.1 4288.74 4953.06 5749.5 6639.69 7406.03
19661 3111.73 4381.76 5114.78 5966.3 6869.75 7652.11
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